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48 SED Flow Control GmbH

Circumferential sealing angle 
between process diaphragm 
and valve body

Bottom entry stainless 
steel bolting

Optical indicator

Sealing bonnet assemblyAdjustable internal travel stop

Locking device

Adjustable 
stroke limiter
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Butt weld ends
MA 8

Fold out page 21

Features
- Stainless steel bonnet and plastic hand wheel
- Manually operated diaphragm Valve with plastic hand wheel is 
  suitable for a limited number of cycles of autoclaving.
- Rising hand wheel 
- Sealed bonnet with optical indicator
- Adjustable internal travel stop
- CDSA sealing concept, see page 32
- Flexible diaphragm suspension

- Adjustable internal stroke limiter
- Locking device

- U-Lock for hand wheel
- Assembly of proximity switches

Technical Data

Technical data also valid for multiport valve.

Manually operated
10 bar (150 psi)
160°C (320°F) dependent on application
EPDM or PTFE 
Forged 1.4435/ 316L ASME/BPE
Investment cast 1.4435/ 316L
Other Alloys
Butt weld ends see fold out page 21

Special ends
Two-Way bodies

T- bodies
Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA 8
ca. 0,2 kg

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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KMA 295

Butt weld ends
MA 10

Fold out page 21

Optical indicator

Bottom entry
stainless steel bolting

Flexible diaphragm
suspension

between process diaphragm and valve body

Encapsulated
diaphragm

Sealing bonnet
assembly

Adjustable internal
travel stop
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Features
- Stainless steel bonnet and plastic hand wheel
- Manually operated diaphragm Valve with plastic hand wheel is 
  suitable for a limited number of cycles of autoclaving.
- Rising hand wheel
- Sealed bonnet with optical indicator
- Adjustable internal travel stop
- CDSA sealing concept, see page 32
- Flexible diaphragm suspension
- Encapsulated diaphragm

Butt weld ends
MA 10

Fold out page 21

KMA 295

Technical Data
Manually operated
10 bar (150 psi)

160°C (320°F)
dependent on application
EPDM or PTFE 
Forged 1.4435/ 316L ASME/BPE
Investment cast 1.4435/ 316L
Other Alloys
Butt weld ends see fold out page 21

22 to 24 
Special ends

T- bodies / Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA 10
ca. 0,6 kg

Technical data also valid for multiport valve.

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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Adjustable internal
travel stop

Adjustable internal
Stroke Limiter

Locking Device
Sealing bonnet
assembly

Encapsulated
diaphragm

Optical indicator

Stroke Indicator

Bottom entry
stainless steel bolting

Flexible diaphragm
suspension

between process diaphragm and valve body

Butt weld ends
MA 25 - 50

Fold out page 21

Introduction Video



KMA 905  , S11

ød

L
L

1

s

øD

H
1

H
2

3

53SED Flow Control GmbH

As
ep

tic
 D

ia
ph

ra
gm

Va
lv

es

DN

(mm) MA

Dimensions (mm) Total weight ca. (kg)
KMA 905

L L1 H1 H2 D Investment
cast

Forged

15-25 25 25 120 100 10 84 1,4 1,6

32-40 40 25 153 119 16 112 2,8 3,0

50 50 30 173 136 20 135 3,8 4,6

Technical Data

Features
- Stainless steel bonnet and plastic hand wheel
- Manually operated diaphragm Valve with plastic hand wheel is 
   suitable for a limited number of cycles of autoclaving.
- Rising hand wheel with optical indicator and
   stroke indicator
- Sealed bonnet
- Internal travel stop
- Locking device
- CDSA sealing concept, see page 32
- Flexible diaphragm suspension
- Encapsulated diaphragm

Optional
- Adjustable internal stroke limiter
- U-Lock for hand wheel
- Assembly of proximity switches

Manually operated
10 bar (150 psi)
160°C (320°F) dependent on application
EPDM or PTFE
Forged 1.4435/ 316L ASME/BPE
Investment cast 1.4435/ 316L
Other Alloys
Butt weld ends see fold out page 21

22 to 24 
Special ends
Two-Way bodies

T- bodies
Multiport bodies
Tank bottom bodies
Kv in m 3/h (Cv in GPM) see page 9
MA see table

Technical data also valid for multiport valve.

Butt weld ends
MA 25 - 50

Fold out page 21

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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DN 80, KMA 995

DN 65 - 100  

KMA 995

Features
- Stainless steel bonnet and plastic hand wheel
- Non rising hand wheel with optical indicator
- Flexible diaphragm suspension
- Encapsulated diaphragm
- CDSA sealing concept, see page 32

Optional
- Adjustable travel stop or stroke limiter
- Sealed bonnet
- Locking device

Butt weld ends
MA 25 - 100

Fold out page 21

DN

(mm) MA

Dimensions (mm) Total weight ca. (kg)

L L1 H1 H2 D Investment
cast

Forged

65 80 30 216 180 38 198 10,0 13,0

80 80 30 254 180 38 198 10,0 13,0

100 100 30 305 220 50 252 19,0 17,0

Technical Data
Manually operated
EPDM 10 bar (150 psi)
PTFE 8 bar (115 psi)
160°C (320°F) dependent on application
EPDM or PTFE 
Forged 1.4435/ 316L ASME/BPE
Investment cast 1.4435/ 316L
Other Alloys
Butt weld ends see fold out page 21

22 to 24 
Special ends
Two-Way bodies

T- bodies
Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA see table

(Drawing MA 80)

Technical data also valid for multiport valve.

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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Features
- 
  distance piece
- Direction of control air connection is mountable in 90° rotations
- CDSA sealing concept, see page 32
- Flexible diaphragm suspension
- Optical indicator

Optional
- Available with a wide range of control equipment and accessories
  

Cf. 1, 2 & 3

Cf. 4, 5 & 6

Technical Data

Direction

Pneumatically operated

At control function NO/DA higher control pres-
sure than required may affect the lifetime of the 
working diaphragm.

Unidirectional (delta p = 100%)
EPDM diaphragm 8 bar (115 psi)
PTFE diaphragm 7 bar (100 psi)

160°C (320°F) dependent on application
Cf. 1 & 4               4 - 7 bar (60 - 100 psi)
Cf. 2, 3, 5 & 6   3,5 - 4,5 bar (50 - 65 psi)
EPDM or PTFE
Forged 1.4435/ 316 L  ASME/BPE
Investment cast 1.4435/ 316 L
Other alloys
Butt weld ends see fold out page 21

ends
Two-Way bodies

T-bodies
Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA 8
ca. 0,5 kg

Higher working pressure may be achieved with different actuator.
Please consult a SED factory representative for working pressure
above the indicated maximum.

Butt weld ends
MA 8

Fold out page 21 

Technical data also valid for multiport valve.

DN

(mm) MA

Filling volume (NL)

NC NO/DA

4-15 8 0,027 0,027

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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KMA 195

Features
- 
  distance piece

- Flexible diaphragm suspension
- Encapsulated diaphragm
- Optical indicator
- Compact design, the outside diameter of the actuator is the same
  
- CDSA sealing concept, see page 32

Optional
- Available with a wide range of control equipment and accessories
  

Cf. 1, 2 & 3

Cf. 4 & 5
Butt weld ends

MA 10
Fold out page 21

Technical Data

Direction

Pneumatically operated

At control function NO/DA higher control 
pressure than required may affect the 
lifetime of the working diaphragm.

Unidirectional (delta p = 100%)
EPDM diaphragm 8 bar (115 psi)
PTFE diaphragm 7 bar (100 psi)

160°C (320°F) dependent on application
Cf. 1               4,2 - 7 bar (60 - 100 psi)
Cf. 2, 3              4 - 5 bar (60 - 72 psi)
EPDM or PTFE
Forged 1.4435/ 316 L  ASME/BPE
Investment cast 1.4435/ 316 L
Other alloys
Butt weld ends see fold out page 21

Special ends
Two-Way bodies

T-bodies
Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA 10
ca. 0,8 kg

Higher working pressure may be achieved with different actuator.
Please consult a SED factory representative for working pressure
above the indicated maximum.

Technical data also valid for multiport valve.

DN

(mm) MA

Filling volume (NL)

NC NO/DA

8-20 10 0,027 0,027

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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KMA 395

Features
- Plastic piston actuator with stainless steel
   distance piece
- Compact design

- CDSA sealing concept, see page 32
- Flexible diaphragm suspension
- Encapsulated diaphragm

Optional
- Available with a wide range of control equipment and accessories
  

Cf. 4, 5 & 6

Technical Data

Direction

Pneumatically operated
4
5
6

At control function NO/DA higher control 
pressure than required may affect the 
lifetime of the working diaphragm.

Unidirectional (delta p = 100%)
EPDM Diaphragm   10 bar (150 psi)
PTFE Diaphragm      8 bar (115 psi)

160°C (320°F) dependent on application
Cf. 1 & 4            4,5 - 7 bar (65 - 100 psi)
Cf. 2, 3, 5 & 6       4 - 5 bar (60 - 72 psi)
EPDM or PTFE
Forged 1.4435/ 316 L  ASME/BPE
Investment cast 1.4435/ 316 L
Other alloys
Butt weld ends see fold out page 21

22 to 24 
Special ends
Two-Way bodies

T-bodies
Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA see table below

Higher working pressure may be achieved with different actuator.
Please consult a SED factory representative for working pressure
above the indicated maximum.

DN

(mm) MA

Dimensions (mm) Total weight ca. (kg) Filling volume (NL)

L L1 H1 H2 D Investment cast Forged NC NO/DA 

15-25 25 25 120 160 107 95 1,9 2,0 0,17 0,20

32-40 40 25 153 190 129 115 3,9 4,2 0,31 0,34

50 50 30 173 236 171 144 7,0 8,0 0,68 0,80

Technical data also valid for multiport valve.

Butt weld ends
MA 25 - 50

Fold out page 21

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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58 SED Flow Control GmbH

DN

(mm) MA L L1 H1 H2 H3 H4 D

15-25 25 25 120 148 71 31 120 130 1,9 2,0

32-40 40 25 153 194 95 31 144 161 4,7 4,9

50 50 30 173 233 109 31 177 217 7,0 8,0

65 80 30 216 314 166 41 275 265 20,0 23,0

80 80 30 254 314 166 41 275 265 20,0 23,0

100 100 30 305 314 166 41 284 265 29,0 27,0

KMA 495

Features
- Plastic diaphragm actuator with stainless steel
  distance piece

- Flexible diaphragm suspension
- Encapsulated diaphragm
- CDSA sealing concept, see page 32

Optional
- Available with a wide range of control equipment and accessories
  

Cf. 1

Butt weld ends
MA 25 - 100

Fold out page 21

Technical Data

Direction

Pneumatically operated

At control function NO/DA higher control 
pressure than required may affect the life-
time of the working diaphragm.

Unidirectional (delta p = 100%)

160°C (320°F) dependent on application
Cf. 1      DN 15-50  4,5 - 6 bar (65-87 psi)
Cf. 1      DN 65-80  4,5 - 7 bar (65-100 psi)
Cf. 1      DN 100     5,5 - 7 bar (80-100 psi)
Cf. 2 & 3  DN 15-80  4 - 5,5 bar (60-80 psi)
Cf. 2 & 3  DN 100     5 - 6,5 bar (72-93 psi)
EPDM or PTFE
Forged 1.4435/ 316 L ASME/BPE
Investment cast 1.4435/ 316 L
Other alloys
Butt weld ends see fold out page 21

Special ends
Two-Way bodies

T-bodies
Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA see table below

Higher working pressure may be achieved with different actuator.
Please consult a SED factory representative for working pressure
above the indicated maximum.

Diaphragm DN 15-50 (1/2"-2") DN 65-80 (2,5"-3") DN 100 (4")

EPDM 10 bar (150 psi) 7 bar (100 psi) 6 bar (87 psi)

PTFE 8 bar (115 psi) 6 bar (87 psi) 5 bar (72 psi)

Dimensions (mm) Total weight ca. (kg) Filling volume (NL)
Investment cast Forged NC NO/DA

0,15 0,11

0,26 0,23

0,73 0,54

2,30 1,87

2,30 1,87

2,30 2,00

Technical data also valid for multiport valve.

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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Features
- Plastic bonnet and hand wheel
- Rising hand wheel
- Sealed bonnet with optical indicator
- Adjustable internal travel stop
- CDSA sealing concept, see page 32
- Flexible diaphragm suspension
- Encapsulated diaphragm

Butt weld ends
MA 10

Fold out page 21

KMD 289

Technical Data
Manually operated
6 bar (87 psi)

dependent on application

dependent on application
EPDM or PTFE 
Forged 1.4435/ 316L ASME/BPE
Investment cast 1.4435/ 316L
Other Alloys
Butt weld ends see fold out page 21

22 to 24 
Special ends

T- bodies / Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA 10
ca. 0,5 kg

Technical data also valid for multiport valve.

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.



øD

H
1

H
2

L
L

1

ød s

3

61SED Flow Control GmbH

As
ep

tic
 D

ia
ph

ra
gm

Va
lv

es

KMD 982

Technical Data
Manually operated
10 bar (150 psi)
80°C (176°F)
dependent on application
EPDM or PTFE 
Forged 1.4435/ 316L ASME/BPE
Investment cast 1.4435/ 316L
Other Alloys
Butt weld ends see fold out page 21

Special ends
Two-Way bodies,
otherwise depending on design
Kv in m3/h (Cv in GPM) see page 9 
MA see table

Features
- Plastic bonnet and plastic hand wheel
- Non rising hand wheel with optical indicator
- Flexible diaphragm suspension
- Encapsulated diaphragm
- CDSA sealing concept, see page 32
- Locking device

This system can be engaged by simply lifting the handwheel once it 
is in the required position.
To release the operating mechanism, simply return the handwheel 
to its previous position by pushing it down.
When the system is in the locked position, u-lock can be installed to 
protect the plant against unwanted interference.

Optional
- Adjustable stroke limiter on top

DN

(mm) MA

Dimensions (mm) Total weight ca. (kg)

L L1 H1 H2 D Investment
cast

Forged

15-25 25 25 120 85 15 154 0,87 0,96

32-40 40 25 153 102 24 194 1,59 1,83

50 50 30 173 117 24 224 2,30 3,40

Butt weld ends
MA 25 - 50

Fold out page 21

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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DN 100, KMD 985

DN 65 - 100 

Features
- Plastic bonnet and plastic hand wheel
- Non rising hand wheel with optical indicator
- Flexible diaphragm suspension
- Encapsulated diaphragm
- CDSA sealing concept, see page 32

Optional
- Adjustable travel stop or stroke limiter on top
- Sealed bonnet
- Locking device

DN

(mm) MA

Dimensions (mm) Total weight ca. (kg)

L L1 H1 H2 D Investment
cast

Forged

65 80 30 216 180 38 198 7,0 9,0

80 80 30 254 180 38 198 7,0 9,0

100 100 30 305 220 50 252 14,0 12,0

KMD 985

Technical Data
Manually operated
EPDM 10 bar (150 psi)
PTFE 8 bar (115 psi)
S-Version 80°C (176°F)
dependent on application
EPDM or PTFE 
Forged 1.4435/ 316L ASME/BPE
Investment cast 1.4435/ 316L
Other Alloys
Butt weld ends see fold out page 21

Special ends

Two-Way bodies

T- bodies
Multiport bodies
Tank bottom bodies
Kv in m3/h (Cv in GPM) see page 9
MA see table

Butt weld ends
MA 25 - 100

Fold out page 21

(Drawing MA 100)

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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KMD 188

Features
- 
  with the valve body
- 
  or other installations saving space
- Compact design, the outside diameter of the actuator is the same
  
- Actuator high resistance to heat transfer
- Smooth exterior design ideal for wash downs
- Encapsulated diaphragm
- Optical indicator
- CDSA sealing concept, see page 32

Optional
- Available with a wide range of control equipment and accessories

HS-Version, Cf. 1, 2 & 3

HS-Version, Cf. 4 & 5

Butt weld ends
MA 10

Fold out page 21

Technical Data

Direction

Pneumatically operated

At control function NO/DA higher control 
pressure than required may affect the 
lifetime of the working diaphragm.

Unidirectional (delta p = 100%)
EPDM diaphragm 8 bar (115 psi)
PTFE diaphragm 7 bar (100 psi)

PS-Version 80°C (176°F)
HS-Version 150°C (300°F)
dependent on Application
Cf. 1 & 4            4,2 - 7 bar (60 - 100 psi)
Cf. 2, 3 & 5           4 - 5 bar (60 - 72 psi)
EPDM or PTFE
Forged 1.4435/ 316 L  ASME/BPE
Investment cast 1.4435/ 316 L
Other alloys
Butt weld ends see fold out page 21

Special ends
Two-Way bodies

Kv in m3/h (Cv in GPM) see page 9 
MA 10
ca. 0,6 kg

Higher working pressure may be achieved with different actuator.
Please consult a SED factory representative for working pressure
above the indicated maximum.

DN

(mm) MA

Filling volume (NL)

NC NO/DA

8-20 10 0,027 0,027

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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Features
- Plastic piston actuator
- Compact design
- Actuator high resistance to heat transfer

- CDSA sealing concept, see page 32
- Flexible diaphragm suspension
- Encapsulated diaphragm
- Smooth exterior design ideal for wash downs

Optional
- Available with a wide range of control equipment and accessories
  

Cf. 4, 5 & 6

Cf. 4, 5 & 6
Technical Data

Direction

Pneumatically operated
4
5
6

At control function NO/DA higher control 
pressure than required may affect the 
lifetime of the working diaphragm.

Unidirectional (delta p = 100%)
EPDM Diaphragm   10 bar (150 psi)
PTFE Diaphragm      8 bar (115 psi)

HS-Version 150°C (300°F)
dependent on application
Cf. 1 & 4            4,5 - 7 bar (65 - 100 psi)
Cf. 2, 3, 5 & 6       4 - 5 bar (60 - 72 psi)
EPDM or PTFE
Forged 1.4435/ 316 L  ASME/BPE
Investment cast 1.4435/ 316 L
Other alloys
Butt weld ends see fold out page 21

22 to 24 
Special ends
Two-Way bodies

Kv in m3/h (Cv in GPM) see page 9
MA see table below

Higher working pressure may be achieved with different actuator.
Please consult a SED factory representative for working pressure
above the indicated maximum.

Butt weld ends
MA 25 - 50

Fold out page 21 DN

(mm) MA

Dimensions (mm) Total weight ca. (kg) Filling volume (NL)

L L1 H1 H2 D Investment cast Forged NC NO/DA 

15-25 25 25 120 120 70 95 1,5 1,6 0,17 0,20

32-40 40 25 153 133 75 115 2,8 3,1 0,31 0,34

50 50 30 173 173 111 144 4,9 6,0 0,68 0,80

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.
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DN

(mm) MA L L1 H1 H2 H3 H4 D NC NO/DA

15-25 25 25 120 128 49 31 97 130 1,9 2,0

32-40 40 25 153 176 77 31 131 161 3,8 4,1

50 50 30 173 214 91 31 161 217 8,0 9,0

65 80 30 216 269 121 41 229 265 16,0 18,0

80 80 30 254 269 121 41 229 265 16,0 18,0
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KMD 385

Features
- Plastic diaphragm actuator directly assembled with the
  valve body 
- Actuator high resistance to heat transfer
- Smooth exterior design ideal for wash downs

- Flexible diaphragm suspension
- Encapsulated diaphragm
- CDSA sealing concept, see page 32

Optional
- Available with a wide range of control equipment and accessories
  

Cf. 1 Technical Data

Direction

Pneumatically operated

At control function NO/DA higher control 
pressure than required may affect the lifetime 
of the working diaphragm.

Unidirectional (delta p = 100%)

S-Version 80°C (176°F)
Cf. 1        DN 15-50  4,5 - 6 bar (65-87 psi)
Cf. 1        DN 65-80  4,5 - 7 bar (65-100 psi)
Cf. 2 & 3  DN 15-80  4 - 5,5 bar (60-80 psi)
EPDM or PTFE
Forged 1.4435/ 316 L  ASME/BPE
Investment cast 1.4435/ 316 L
Other alloys
Butt weld ends see fold out page 21

Special ends
Two-Way bodies

Kv in m3/h (Cv in GPM) see page 9
MA see table below

Higher working pressure may be achieved with different actuator.
Please consult a SED factory representative for working pressure
above the indicated maximum.

Diaphragm DN 15-50 (1/2"-2") DN 65-80 (2,5"-3")

EPDM 10 bar (150 psi) 7 bar (100 psi)

PTFE 8 bar (115 psi) 6 bar (87 psi)

Butt weld ends
MA 25 - 80

Fold out page 21 Dimensions (mm) Total weight ca. (kg) Filling volume (NL)

Investment cast Forged

0,16 0,13

0,36 0,28

1,15 0,50

1,15 0,50

1,15 0,50

Valve type overview see page 26 and 27.
Ordering key see page 66 to 68.



66 SED Flow Control GmbH

1 217, 317, 407, 417
206, 397, 907, 997

394, 592
190, 195, 395, 495
205, 295, 905, 995

188, 385, 402
289, 982, 985

2 04 - 100
3 7

77
78
20

4 39

41
42
45
49
94
95
97
98

640
642
645
649
545
842
442
342
242

5 28
20
30
51
44

6.1
1
2
3
4
5
6

6.2 25
30
45
70
100
170

T
T01

T02

T03

T11

T12

T13

1 2 3 4 5 6.1 6.2 7 8

Ordering key

Pos. Description Code
Type:

See page 34 - 65

Steripur Series, stainless steel actuator, pneumatic
Steripur Series, stainless steel actuator, manual
Steripur Series, two stage stainless steel actuator, pneumatic
KMA Series, actuator with stainless steel adaptation, pneumatic
KMA Series, actuator with stainless steel adaptation, manual
KMD Series, plastic actuator direct mounted, pneumatic
KMD Series, plastic actuator direct mounted, manual

Size: DN 4, 6, 8, 10, 15, 20, 25, 32, 40, 50, 65, 80, 100
Valve body material: Stainless steel, investment cast 1.4435/S31603, ASME BPE Table MM-2.1-1

Stainless steel, forged 1.4435/S31603, ASME BPE Table MM-2.1-1
Stainless steel, forged 1.4435/S31603 Fe < 0,5%
Hastelloy, C-22 2.4602

Valve body end
connections:
(bolt letters most com-
mon versions)

Valve body end
connection
for assembly:

See page 21 - 24

Butt weld end acc. DIN

Butt weld end acc. DIN 11850 Series 1

Butt weld end acc. SMS 3008
Butt weld end acc. BS 4825 R1
Butt weld end acc. to ASME BPE Table DT-4.1-1 Tangent Length
Butt weld end acc. JIS G 3447
Butt weld end acc. JIS G 3459
First digit stands for the end connection and last two digits for the tube standard
Clamp ISO 1127, for tube EN ISO 1127, face to face DIN EN 558-1, Series 7
Clamp DIN 32676, for tube DIN 11850, face to face DIN EN 558-1, Series 7
Clamp ASME BPE, for tube ASME BPE, face to face DIN EN 558-1, Series 7
Clamp SMS 3017, for tube SMS 3008, face to face DIN EN 558-1, Series 7
Clamp ASME BPE, for tube ASME BPE, face to face ASME BPE Table DT-4.4.1-1
Aseptic Union DIN 11851, for tube DIN 11850 series 2 double-sided threaded spigot
Aseptic Union DIN 11864-1-A, for tube DIN 11850 series 2 double-sided threaded spigot

Aseptic clamp DIN 11864-3-A, for tube DIN 11850 series 2, double-sided grooved
Diaphragm material:
(Other diaphragm 
materials on request)

See page 14 - 19

EPDM, FDA / USP compliant MA 8 -100, preferred for SIP applications
EPDM, FDA / USP compliant MA 8 -100, preferred for SIP applications
PTFE(TFM) / EPDM one-piece, FDA / USP compliant, MA 25, 40, 50
PTFE(TFM) / EPDM one-piece, FDA / USP compliant, MA 8, MA 10
PTFE(TFM) / EPDM two-piece, FDA / USP compliant, MA 25 to MA 100

Actuator control func-
-

tion air inlet connec-
tion:

See page 34 - 65

Manually operated

Actuator type:

See page 34 - 46

Steripur, actuator size 25
Steripur, actuator size 30
Steripur, actuator size 45
Steripur, actuator size 70
Steripur, actuator size 100
Steripur, actuator size 170
Steripur, manually operated
Steripur, manually operated, incl. seal adjuster and locking device,
Bonnet assembly bottom entry bolting
Steripur, manually operated, incl. seal adjuster, locking device and stroke limiter, 
Bonnet assembly bottom entry bolting
Steripur, manually operated, incl. seal adjuster, Bonnet assembly bottom entry bolting

Steripur, manually operated, incl. seal adjuster and locking device, Bonnet assembly through 
bolting
Steripur, manually operated, incl. seal adjuster, locking device and stroke limiter, 
Bonnet assembly through bolting
Steripur, manually operated, incl. seal adjuster, Bonnet assembly through bolting

Type Size Valve body
material

Valve body
end connection

Diaphragm
material

Actuator
control function

Actuator
type

Surface roughness
of the bodies in Ra

QR-/RFID
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Ordering key

Type Size Valve body
material

Valve body
end connection

Diaphragm
material

Actuator
control function

Actuator
type

Surface roughness
of the bodies in Ra

Pos. Description Code
Actuator type:

See page 48 - 65

KMD, Type 289, 385, 402, 982, 985 max. 80°C
KMD, Type 188 max 80°C
KMD for steam sterilizing up to max. 150°C
KMA
KMA, manually operated, incl. seal adjuster and locking device,
Bonnet assembly bottom entry bolting
KMA, manually operated, incl. seal adjuster, locking device and stroke limiter, 
Bonnet assembly bottom entry bolting
KMA, manually operated, incl. seal adjuster, Bonnet assembly bottom entry bolting

KMA, manually operated, incl. seal adjuster and locking device, Bonnet assembly through 
bolting
KMA, manually operated, incl. seal adjuster, locking device and stroke limiter, 
Bonnet assembly through bolting
KMA, manually operated, incl. seal adjuster, Bonnet assembly through bolting

Surface roughness
of the bodies in

Optional surface code 
SF 1-6 for spigot end 
(Pos. 4) code 45 or 95 
only.

See page 10 - 11

No Finish Requirement

ASME BPE Table SF-2.4-1

ASME BPE Table SF-2.4-1

ASME BPE Table SF-2.4-1

Diaphragm including RFID. Valve body respectively actuator including laser etched QR-
Code. 

S-Number: To specify customized design and all the details for multiport valves

QR-/RFID
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54321 6.1 76.2

A

Diaphragm material:
EPDM
FDA / USP compliant

Ordering Example

Type Actuator type

System components and accessories see page 132 to 139

Size
Actuator
control function

Valve body material Diaphragm material

Valve body
end connection

Surface roughness
of the bodies in Ra

Type:
495
KMA Series
actuator with stainless
steel adaption
pneumatic

Size:
DN 25

Valve body material:
Stainless steel,
forged
1.4435/316L ASME BPE

Surface roughness
of the bodies in Ra:
Internal mechanical polish
and electro polish

µm

Actuator type:
KMA for steam sterilizing
up to max. 160° C

Actuator control function
and orientation air inlet
connection:
Normally closed (NC)
orientation 90° to flow direction

Valve body end connection:
Butt weld tube end
DIN 11850 Series 2
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D-Rule

D-Rule
The D-Rule is the dead leg as relation between the B
and D dimension as described in ASME BPE.

allowable dead leg of combined components which are
installed into aseptic process systems or process skids.
The dead leg is described with the B dimension in mm as
an absolute value or as a relation between B/D.

Depending on the nominal diameters of the combinations
and / or the positioning of the valve body, the relation can

the requirements cannot be met with a welded valve

body as a multiport valve which is made from solid block
material.

The B dimension and the relation of B/D are displayed in the dimensional data which can be provided on request.
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process in aseptic production facilities by reducing the dead

may be as simple as a valve by tube fabrication or as complex
as multiple valve bodies of different sizes welded into a valve
cluster. All welded end connections are available.
The applications are endless and the challenge is to

• Totally self draining
• Minimized dead legs
• Reduced surface contact and hold up volume of the medium
• Compact assembly
• Reduced number of weld seams

strict quality control. Every weld seams which are accessible 

inspected and 100% pressure tested.

drainability.
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SL2.2.H SL1.2.H

SL2.1.H SL1.1.H
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2 1
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1 2
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3 3

2

2

2

1

1

2

2 2

1 1

1 1

3
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3

3

3

3

SL1.1.V

SL1.H

SL2.H

On request, all dimensional data sheets or 2D and 3D - CAD drawings are available.
All fabricated 2/2 way SA and SL orientations will have a dead leg.  Manufacturing these valve orientations from a solid block 
body will minimize or eliminate the dead leg. See page 77 – 87.

The SL Fabrication is utilized in a vertical piping system to 
eliminate dead legs in point of use applications of high purity 
water systems or any other distribution systems.
This valve design serves as a 90-degree elbow for the piping 

orientated at the self-draining angle.

When the vertical main valve is opened it provides a sample 
untainted by bacterial growth or process contamination.
The size range available is up to DN 100 (4”) for both the 
main valve and L valve or tube port.

The main valve orientation distinguishes between the two different principles: SL or SA
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On request, all dimensional data sheets or 2D and 3D - CAD drawings are available.
All fabricated 2/2 way SA and SL orientations will have a dead leg.  Manufacturing these valve orientations from a solid block 
body will minimize or eliminate the dead leg. See page 77 – 87.

The Sterile Access Fabrication is utilized in a horizontal 
piping system where the main valve is orientated at the self-
draining angle and the access port is at the lowest drainable 
point of the waterway.
The sterile access maybe used for applications including 
sampling, steam, condensate or divert port.
The Sterile Access Fabrication is available with either a tube 
port or a vertical or horizontal valve port.

Sizes available are up to DN 100 (4") for both the main 
valve and access valve or tube port.
Sterile access fabrications use two standard 2/2 way valve 
bodies welded together per the required orientation.
In a few exceptions, a specially manufactured 2/2 way block  
is combined with a 2/2 standard valve (i.e. DN25 x DN25).
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Multiport Valves

A multiport valve consists of a valve body machined from a
solid block material with a minimum of three tube ends.
Multiport valves can be produced with up to 20 actuators and
40 tube ends or even more depending on the feasibility of

of multiport valves in the aseptic process industry becomes
more and more important.  The reason for this are the
advantages the product offers in optimizing aseptic process

Innovative conceptual designs and modern machining
capabilities are integrated through the CAD-CAM system

which supports a close relationship between sales, 
engineering and manufacturing. With a high vertical range
of manufacturing at its factory, SED is in an excellent position
to meet these challenging market needs. The continuous
innovative development of multiport block valve products is
a main focus of SED.

active and cooperative teamwork of both parties during the 

to the process requirements dictated by the P&ID’s for proper 

-

Dead leg

Dead leg
not drainable

Completely
drainable

Minimized
dead leg

Multiport block valve

The complete drainability is an important consideration for the design of multiport valves. The following illustration shows the

Advantages at a glance:

• Compact design and smaller envelope dimension is
    achievable with the Steripur Series actuators

• Combination of many different nominal diameters

• Optimized drainability

• Minimized dead leg

• Reduced surface contact, hold up volume and cross
    contamination of the product

• 

    requirements

• All end connections and materials are available according

The application of multiport block valves is mainly for the
distribution, point of use, sampling, diverting, mixing,
bypass, drain and process sterilization (SIP/CIP).

Why to choose Multiport Valves?
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Multiport Valves

The following Multiport Valve pages display a selection of
multiport block valves. These are examples that should
assist in specifying the multiport block body. Up to size
DN100 (4.0”) and larger nominal diameters and nominal
diameter combinations are available. Within this range, all
tube standards, tube end orientations, and other application

multiport block valves have become standard products for
SED and years of development and manufacturing has

For the differentiation in the following tables, two main
criteria are considered:

 Multiport blocks with main line open for
    circulation (page 77 to 81)

 Multiport blocks with all lines and valve
    ports able to close (page 82 to 87)

On request, all dimensional data sheets or 2D and 3D - CAD drawings are available.

Description

page 89 as guideline

P&ID
          Flow direction
          Drain direction
          Valve

T-Valve or ZDL-Valve
1 x Point of use or sampling valve 
port
Optional available with U-bend 

S3 down

Illustration
Actuators and other options are included in some of
the illustrations

T-Valve or ZDL-Valve
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S1

S2

S3 S4

S1

S2
S3

S1

S3

S2

S2

S1

S3

Multiport Valves

Description

page 89 as guideline

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

TL- Valve, actuation left side 
(illustration)
TR-Valve, actuation right side
1 x Point of use or sampling valve 
port
Main line vertical

S3 - 45° down

TH- Valve
1 x Point of use or sampling valve 
port
Main line vertical and with 
horizontal outlet port

S2 down

(illustration)

1 x Point of use valve port with

to the main line

S3 down

TY-Valve 
2 x Point of use or sampling valve 
ports
Optional available with U-bend 

S3 and S4 - 45°down
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Multiport Valves

Description

page 89 as guideline

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

(illustration)
1 x Point of use valve port
1 x Integral loop sample valve port
Sample valve be provides on 
either side of the valve body.
Back to back valve actuation

S3 down

(illustration)

2 x Point of Use Valve Port or
Double Zero Dead Leg Tee Valve
with different diaphragm size.
One port maybe used for sam-
pling and the second port for 
downstream processing.
One side valve actuation

S3 and S4 down

(illustration)
1 x Point of use valve port
1 x Integral sample purge valve,
valve port below the weir.
Sample valve be provides on 
either side of the valve body.
Back to back valve actuation

S3 down

(illustration)

1 x Point of use valve port
1 x Integral sample purge valve,
valve port below the weir.
Sample valve be provides on
either side of the valve body.
No valve actuation on the back 
side

S3 down
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S1

S1

S2

S2

S5

S5

S4

S3

S3

S1

S2
S3

S4
S5

S6

S4

Multiport Valves

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

(illustration)

1 x Point of use valve port
1 x Integral loop sample valve 
port
1 x Integral sample purge valve 
port below the weir.
Sample and purge valve be 
provides on either side of the 
valve body.
Back to back valve actuation

S3 down

(illustration)

1 x Point of use valve port
1 x Integral loop sample valve 
port
1 x Integral sample purge valve
port below the weir.
Sample and purge valve be 
provides on either side of the 
valve body.
No valve actuation on the back 
side

S3 down

MTE 6/4
4 x Point of use valve ports
The Number of valve ports is 
variable.
No valve actuation on the back 
side

S1 and S2 horizontal
S3 to S6 vertical down or
vertical up orientation.
S1 and S2 can be vertical if tube 
outlets S3 to S6 are positioned to 
the lowest point of valve pocket 
like the picture shows 

Description

page 89 as guideline
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Multiport Valves

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

MTD 7/5
5 x Point of use valve ports
The number of valve ports is 
variable.
Back to back valve actuation

S1 and S2 horizontal
S3 to S7 can be vertical if tube 
outlets S3 to S7 are positioned to 
the lowest point of valve pocket 
like the picture shows.

MCE 4/2 to 16/14
2 to 14 Point of use valve ports
The number of valve ports
is variable
No valve actuation on the back 
side

S1 and S2 horizontal
S3 to S4 or max S16
down or vertical up orientation.
S1 and S2 can be vertical if tube 
outlets S3 to S4 or max S16 are 
positioned to the lowest point 
of valve pocket like the picture 
shows.

Dependent on the requirements 
the number of valves installed 
can be between 2 and 30.
It is a mirror design to be suitable
also for applying clamp connection.
It allows standardizing skids and 
other system solutions.
Aseptic O-ring connection ac-
cording ASME/BPE and DIN 
11864 see also catalogue page 23
Back to back valve actuation

S4 down

Description

page 89 as guideline
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S1

S2

S3

S1

S2

S3

S1

S2

S3

Multiport Valves

MFE 3/2
1 x Valve horizontal
1 x Valve vertical
Back to back valve actuation

Dependent on design and
application

MBE 3/2
1 x Valve horizontal
1 x Valve vertical
Function similar to pos. 2.1 but
No valve actuation on the back 
side

Dependent on design and
application

MCE 3/2
2 x Valves horizontal
Illustration shows one version 
only.
Function similar to pos. 2.1 

Dependent on design and
application

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

Description

page 89 as guideline
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Multiport Valves

MFE 3/2
2 x Valves horizontal
Back to back valve actuation

S1 vertical down or vertical up
Dependent on design and
application

MCE 3/2
2 x Valves horizontal
Function similar to pos. 2.25 but
no valve actuation on the back 
side

S1 horizontal or vertical
The 2- way divert valve block 
body allows for many different
inlet and outlet orientations.
Some of them are illustrated

MFE 3/3
2 x Valves horizontal
1 x Valve vertical
Back to back valve actuation

S3 vertical down or vertical up

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

Description

page 89 as guideline
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S1

S2

S3

S1

S3
S4

S2

S4
S1

S2 S3

Multiport Valves

MCE 3/3
2 x Valves horizontal
1 x Valve vertical
Function similar to pos. 2.35 but
no valve actuation on the back 
side

S3 vertical down or vertical up
The valve block body allows for 
many different inlet and outlet 
orientations.
Some of them are illustrated
Dependent on design and 
application

MFE 4/3
1 x Valve horizontal
2 x Valve vertical
Back to back valve actuation

Main line isolation through S3 
and S4, S1 vertical up steriliza-
tion valve port, S2 vertical down 
sterilization valve port.
Or S3 and S4 vertical dependent 
on design and application.

MFE 4/3
1 x Valve horizontal
2 x Valve vertical
Back to back valve actuation

S2, S3 vertical down or 
dependent on design 
and application
S4 vertical down.

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

Description

page 89 as guideline
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Multiport Valves

MFE 4/4
2 x Valve horizontal
2 x Valve vertical
Back to back valve actuation

S2 vertical down

MBE 4/4
2 x Valve horizontal
2 x Valve vertical 
Function similar to pos. 2.35 but
no valve actuation one the back 
side

S2 vertical down or
S1 and S2 horizontal 
The valve block body allows 
for many different inlet and outlet 
orientations.
Dependent on design and 
application

MFE 5/4
2 x Valve horizontal
2 x Valve vertical
Back to back valve actuation

S3, S4, S5 vertical down
Dependent on design and
application
S3, S4, S5 vertical up

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

Description

page 89 as guideline
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S3 S4
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S3

S1

S3
S4

S2

Multiport Valves

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

MFE 4/4
2 x Valve horizontal
2 x Valve vertical
Back to back valve actuation

S3 and S4 vertical down
Dependent on design
and application
S3 and S4 vertical up

MFE 4/4
2 x Valve horizontal
2 x Valve vertical
Back to back valve actuation

S3 and S4 vertical down
Dependent on design
and application
S3 and S4 vertical up

MDE 4/4
no valve actuation on the back 
side
Chromatography valve without 
bypass 

MDE 4/5
no valve actuation on the back 
side
Chromatography valve with 
bypass 

S2 and S4 horizontal
S1 and S3 horizontal.
Or S1 to S4 horizontal

Description

page 89 as guideline
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View A

MFE 4/5
3 x Valve vertical
2 x Valve horizontal

S1 vertical up or down
Dependent on design and ap-
plication

MCS 4/3 Star Design
3x Valves vertical

MCS 5/4 Star Design
4x Valves vertical

MCS 6/5 Star Design
5x Valves vertical
no valve actuation on the back 
side

S1 vertical; Depending on the 
diameter the star design is avail-
able with up to 7 valves.
The star design has also been
manufactured with two opposing 
multiport block valves with one
common port connection.

MTA 5/5
5 Valves horizontal with one for 
drainage 
no valve actuation on the back 
side

S5 as drainage valve.
Different inlet and outlet 
orientations e.g. S5 as inlet 
valve.

Multiport Valves

P&ID
          Flow direction
          Drain direction
          Valve

Illustration
Actuators and other options are included in some of
the illustrations

Description

page 89 as guideline
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P&ID

Multiport Valve Cluster

Images of the installation

P&ID Multiport Valve Cluster

Drawing Multiport Valve Cluster

Multiport Valves

Emergence of customized multiport valve designs
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Working pressure:  bar

Working temperature:  °C

Multiport valve body material:
1.4435/316L
1.4435/316L (Fe < 0,5%)
Other

Diaphragm material:
EPDM  Code
PTFE  Code
Other

Your P&ID Sketch:        Example: P&ID

Tube end
No

Preferred
Installation

Tube end connection Actuator Other
Actuator Type Control Function Accessories / Comments

Multiport Valves
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Tank Valves

SED Tank Bottom Valves are designed for applications in
the aseptic process industry offering a pocket-free interior
surface, minimized sump, eliminating entrapment areas

for process contamination. SED tank bottom valves
incorporate the same features and performance of a standard
diaphragm valve utilizing the same valve components for a

sample valve. 

Tank valve bodies are machined from solid bar
stock material 1.4435/316L ASME BPE, or investment cast 
material. Other alloy materials are available according to 

-
let. There is a number of different options available for sampling, 
sterilization 
the SED product range of customized solutions.

Features:
• Tank body machined from a solid bar stock material
• 1.4435/316L ASME BPE material
•
• Minimized dead leg and internal sump
• Suitable for mounting with SED Steripur Series and KMA Series Actuation
• Optional manual operation via an extended crankshaft stem

It is preferred to weld the tank valve directly into the vessel.
Mounting the valve directly to the tank minimizes the hold
up volume, the most important criteria for this application.  
If removal of the tank valve from the tank is required,

Please consult an SED technical representative for these
options.

Tank bottom valves are typically used for tank discharge,
draining, sampling, cleaning and/or sterilizing, rinsing and
isolation of down stream processing.

The outlet port of the tank valve is available with all butt
weld tube end standards (see fold-out page 21), aseptic
clamp, screw connection (see page 22 and 24) or other
special ends. The size range available is the same as the
two-way valve.

Steripur Series
Manual

Steripur Series
Pneumatically
Operated

KMA Series
Pneumatically
Operated

KMA Series
Manual

Side mounted body
manufactured according
to the tank diameter radius

Pneumatically
operated tank
bottom valve
Steripur Series

Tank
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Tank Valves
Example:
Drawing Steripur Series pneumatically operated

The following two pages show a table of some examples
of standard and customized designs of tank diaphragm
valves.

These include options for sampling, sterilization, and

Example:
Drawing KMA Series manually operated

Description
Select a tank valve or see
page 89 to sketch and specify
your solution

P&ID
          Flow direction
          Drain direction
          Valve

BT
1x Valve port

Standard tank bottom body

Image
Actuators and other options are included in some of
the illustrations

On request, all dimensional data sheets or
2D and 3D - CAD drawings are available.

Advantages of the SED design:

• minimized hold up volume

• better mixability of media

Common design
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Tank Valves

Description
Select a tank valve or see
page 89 to sketch and specify
your solution

P&ID
          Flow direction
          Drain direction
          Valve

Image
Actuators and other options are included in some of
the illustrations

1x Valve machined from bar 
stock
BZL 3/1 with one welded valve
              tank side left
BZR 3/1 with one welded valve
              tank side right
BXL 3/1 with one welded valve
              outlet left
BXR 3/1 with one welded valve
              outlet right
BW 4/1 with one welded valve
             tank side left and one
             welded valve outlet right

BZR 3/2 (Illustration)
1x Main Valve 
1x Sample valve tank side right 

BZL 3/2
1x Main Valve 
1x Sample valve tank side left 

Like position 2 but includes an
integral sample valve tank side.
Right side and left side options are
available and are fully drainable.

BXL 3/2 (Illustration)
1x Main Valve 
1x Sample valve outlet left 

BXR 3/2
1x Main Valve 
1x Sample valve outlet right

Like position 2 but includes an
integral outlet valve. Right side
and left side options are available
and are fully drainable.

For all options the welded valve is rotated into the self draining position and extended to
eliminate interference with the tank bottom
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Tank Valves

Description
Select a tank valve or see
page 89 to sketch and specify
your solution

P&ID
          Flow direction
          Drain direction
          Valve

Image
Actuators and other options are included in some of
the illustrations

BW 4/3
1x Main Valve 
1x Sample valve tank side right 
1x CIP/ SIP cleaning outlet valve 
left
Like position 2 but includes integral
valves that are fully drainable.

BT 3/1
1x Main valve
2x Outlet port for loop installation
or as two access ports

BFL

for dismantling possibility

BU
1x Tank wall side sample valve
All previous position options are
available with the tank side
sample valve.
Machined welding pad to match
the radius of the tank diameter.
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Process Solutions

Sampling units are suitable to take sterile samples from all liquids
in aseptic processes i.e. High purity water, High purity steam, Fer-
mentation processes, Parenteral drugs, etc.
Samples can be taken in a continuous process with pneumatic con-
trolled diaphragm valves or typically as a system with manual valves 
and a handle to bring the complete unit to a laboratory for analyzing 
the sample in sterile conditions.

Advantages of the SED-Sterile Sampling Unit
• Integral valve unit directly mounted to the sampling bottle

• CIP/ SIP function in one single valve component

• Autoclavable system

• Less heat transfer

• Compact design

• Material traceability available acc. to EN 10204 3.1

• Less weight

The recommended number of sampling units needed in a plant to 
qualify the process and continue the cycle of taking samples is:
• one unit in use for taking sample

• one unit in the cleaning

• one unit in the sterilization

• one unit for safety

Eventually more units are needed if the testing of a sample takes long-
er, the frequency is high, or the laboratory is far away or external 
from the sampling point. Depending on the process, the locations of 
taking samples (i.g. parenteral drugs) can be several hundreds.

There are many different valve requirements when specifying the 
procedure for taking samples. There are not only the valves on the 
sampling unit but there is also a need for a valve combination or 
valve block on the tank and for the condensate and CIP solution as 
shown on the P&ID.

for multiport valves see page 77-87.

Condensate

Tank

CIP

Sampling bottle with
manual valves and handle

Sampling bottle with
pneumatic actuated valves

         Sterile Sampling Unit

S1B  Inlet sample

S2B  Vent outlet

S3B  Vent bottle

S1H  Sampling connection
         and CIP / SIP inlet

S2H  Outlet CIP / SIP

Sterile Sampling Unit
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V1
V2
V3  Shut off to steam trap

V4  Shut off cooling water entering, valve blocked in open
      position

V5
      position

V6  Shut off to drainage

V7  Diaphragm valve for shut off and regulating the
      cooling circuit within the unit

V8  Diaphragm valve for condensate sampling

Cooling helix

Condensate outlet

Sampling valve

Main line

Cooling water

Condensate Waste water

Cooling water

Sampling bottle

Cooling water connection
90° rotated

Control and shut off valve
for cooling circuit

Process Solutions

This unit consists of a cooling coil with an integrated valve for 
sampling. Simple sterilization of the unit is possible before 
taking a sample. By regulating the internal cooling circuit 
with the integrated diaphragm valve, the operator

sate. Also the diaphragm valve allows for shutting off the 
cooling circuit. All process connections are designed as butt 
weld or clamp end in order to integrate the unit easily into 
the process system as per customer request.

• Integrated diaphragm valve for sampling
• Unit easy to sterilize
• Minimized dead leg and completely self draining
• High grade stainless steel 1.4435/ 316L

Features
• High condensation performance
• Time saving sampling
• Compact design
• 
• Integrated sampling and control valve for cooling circuit
• Easy installation due to standardized compact unit
• Unit for mobile use

1 (132 gpm)
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Process Solutions

Features
- Stainless steel actuator
- Compact design
- Advantages where space is limited 
- Excellent design options for multiport valves

- CDSA sealing concept, see page 32
- Flexible diaphragm suspension
- Encapsulated diaphragm
- Clean and polished exterior design ideal for sterile wash downs

Optional
- Integrated stroke limiter 
- U-lock for handwheel 
- Mounting of proximity sensors

Technical Data see page 42 and 43

Adjustable internal
travel stop

Locking Device

Sealing bonnet
assembly

Optical indicator

Stroke Indicator

Flexible diaphragm
suspension

between process diaphragm and valve body

Stainless steel actuator

Encapsulated
diaphragm

Bottom assembly through 
bolting

Piston sleeve

upper proximity switch 
valve position

lower proximity switch 
valve position

upper Damping  

lower Damping  

DN

(mm) MA

Dimensions (mm)

D H1 H2 H3 H4 H5 A x B d s L L1

15-25 25 86 261 128 9 140 164 73 x 79 29 1,5 26 120
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Process Solutions

Features
- High-precision diaphragm actuator and positioner
- Contact-free sensor system
- Automatic initialization
- Various valve body materials

- CDSA sealing concept, see page 32
- Flexible diaphragm suspension

Optional
- Stroke limiter
- Manometer

Technical Data

Direction

Pneumatically operated
4
5

At control function NO higher control pressure 
than required may affect the lifetime of the work-
ing diaphragm.

Unidirectional (delta p = 100%)

160°C (320°F) dependent on application
EPDM, FPM, PTFE-TM/EPDM
Forged 1.4435/ 316 L ASME/BPE
Investment cast 1.4435/ 316 L
Other alloys
Butt weld ends see fold out page 21

ends
Two-Way bodies
Other bodies upon request
Kv in m3/h (Cv in GPM) see page 9
MA see table below

Higher working pressures may be achieved with different actuators.
Please consult a SED factory representative for working pressures
above the indicated maximum.

Diaphragm MA8
DN 4-15

 (1/4"-1/2")
DN 8-20 

(3/8"-3/4")

MA25
DN 15-25 
(1/4"-1")

EPDM 10 bar (145 psi) 10 bar (145 psi) 10 bar (145 psi)

FPM 10 bar (145 psi) 10 bar (145 psi) 10 bar (145 psi)

PTFE-TM/EPDM 10 bar (145 psi) 10 bar (145 psi) 8 bar (115 psi)

Pos. MA8 MA25

Di
m

en
sio

ns
 

(m
m

)

A x B 34x34 57x52 73x79

D 168 168 168

H2 - - 80

T 35+X 35+X 35+X

Code
actuator type

Actuator sur-
face [cm2]

Nominal stroke 
[mm]

Bench range 
[bar/psi]

211)

120 7.5
0,8...1,6 /12...23

31 0,8...1,6 / 12...23

372) 120 15 1,4...2,33) / 20...333)

1) Standard version MA8/MA10
2) Standard version MA25
3) Pre-loaded springs
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Features

• Assembly of actuator is isolated from the media with sealing prior to the thread.
• 360° adjustable actuator orientation.

• Actuator options include normally closed, normally open, or double acting.
• Variety of valve body end connections including threaded socket,
   butt weld and socket weld in different international standards,

The SED Angle Seat Valve is composed of a 2/2-way angle 
seat valve body and a pneumatically operated piston 
actuator, which is mounted with a stainless steel adaption to 
the valve body.
Depending on the size, the actuators are made of plastic or 
aluminium.
The plastic actuators consist of a high temperature resistant 
plastic.
A self-adjusting gland assures reliable longlife performance. 
The gland is protected from dust and damage by a wiper, 
which is located in front of the gland.
The SED Angle Seat Valve is suitable for shut off, dosing, 
control and regulating liquid or gaseous media.

requirements.

achieved by reduced Kv/Cv-values and equal percentage or 

Even simple solutions like noise reduction are
possible.

Description and Features
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Applications

Industries, applications, and media where the SED seat 
valves may be used.

Industry:
Pharmaceutical, medical, food, beverage, cosmetics, chemi-
cal, packaging, plastic, rubber, textile and color industry.

Applications:
Sterilization in CIP and SIP, autoclave, steam generation, 

-
ing facilities, boiler construction, dosing, packaging, drying, 

Media:
Steam, water, cooling water, gases, nitrate, compressed air, 
oils and various chemicals.

2/2-way angle seat valves with two stage actuator,
adjustable stroke limiter, AS-Interface and circumferential 

containers with weighing equipment.

Bioreactor from Solaris biotechnology with SED 2/2-Way 

for aseptic media.

Multiport valve for the control and shut off of heating or cool-
ing media, heating of fermentation units and batch boilers.

AS-Interface
Type 024.89

Integrated Stroke Limiter
Type 024.44

Two Stage Actuator
Type 590

Positioner
Type 024.16.7

Actuator 70
Type 584

3/2-Way
Solenoid Valve
Type 600

Multiport Valve
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8 10 15 15 20 25 32 40 50 65 65 80

- - - 1,1N 1,1N 1,1N 1 1,1N 1,1N - 1,1N -

40 41, 42 45 40, 41,
42

40, 41,
42, 45

40, 41, 
42,45,49

40, 41, 
42

40, 41, 
42,45,49

40,41,
42,45,49 45, 49 40, 42 40, 45,

49

740 741, 742 745
740, 
741,
742

740, 
741,

742, 745

740, 
741,

742, 745

740, 
741,
742

740, 
741,

742, 745

740, 
741,

742, 745
745, 749

740, 
741,
742

740,745,
749

- - - 51 51 51 51 51 51 - 51 51

2,1 2,4 2,4

5,2 10,0 15,0 22,5 40,0 72,0 72,0 105,0 105,0

15 20 25 40 50 65

2,1 4,5 10 23 34 35

Technical Data

Operating Conditions

liquid media. Media must be
compatible with the materials of
construction.

2/sec
-10 to +180°C for PTFE sealing

Temperature

PTFE capsuled (NBR, FKM, EPDM
on request)

3

Actuator 70/71 0,13 dm3

Actuator 125 0,63 dm3

Kv-Value Water (m3

Size

End connection Code

Threaded socket

Butt weld ends

Clamp ends

Flange

Kv-Value 
actuator type code 43
Kv-Value for all actuator 
types except code 43

Measuring at 20°C, 1 bar pressure at the valve input and the free outlet, measured at the valve body with threaded socket.

Kv-Value Water (m3

Size
Kv-Value for all actuator 
types except code 43
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8-15 15 20 25 32 40 50 65 80
Code (bar)

580 16 16 16 10 10 10
581 10 10 10 10 10 10

43 584 45 4,5-7 16
45 584 45 4,5-7 11 6 2,5
70 584/590 70 4,5-7 25 20 10 7 4,5 3
70 582 70 4,5-7 10 10 10

125 582 125 4,5-7 10 10 10 10
125 584 125 4,5-7 25 25 25 20 15 10 7

43 584 45 25
45 584 45 25 22 14
70 584 70 25 25 25 25 16 11
70 582 70 10 10 10

125 582 125 10 10 10 10
125 584 125 25 25 25 25 25 22 16

43 584 45 25
45 584 45 25 25 20
70 584 70 25 25 25 25 17 11

125 584 125 25 25 25 25 25 22 16

8-15 15 20 25 32 40 50 65 80
Code (bar)

46 584 45 10 10 10

71 584 70 10 10 10 10 10 10

15 20 25 40 50 65
Code (bar)

70 584 70 1 (NC) 4,5-7 25 25 20 7 5 3
70 584 70 2 (NO) 25 25 25 20 12 8
70 584 70 3 (DA) 25 25 25 20 12 8 An

gl
e 
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es

Working Pressure for Valves  below the seat, all end connections except code 545

Actuator
Type

All pressures are gauge pressures.

Type Ø Actuator
    Piston

Control
Function

(Cf.)

Control Pressure
 min. - max.

Control Pressure
 min. - max.

Size

Working Pressure max. (bar)

page 106
page 107
page 108

max. 7
max. 7

page 109

page 106
page 107
page 108
page 109

page 107

page 108

Working Pressure for Valves above the seat (suitable to only a limited extent for liquid media, there is a danger of waterhammer)

Actuator
Type

Type Ø Actuator
    Piston

Control
Function

(Cf.)

Size

Working Pressure max. (bar)

Manually op.
Manually op.

1 (NC)
1 (NC)
1 (NC)
1 (NC)
1 (NC)
1 (NC)

2 (NO)
2 (NO)
2 (NO)
2 (NO)
2 (NO)
2 (NO)

3 (DA)
3 (DA)
3 (DA)
3 (DA)

1 (NC)

1 (NC)

Technical Data

Working Pressure for Valves  below the seat, end connection code 545

Actuator
Type

Type Ø Actuator
    Piston

Control
Function

(Cf.)

Control Pressure
 min. - max.

Size

Working Pressure max. (bar)

page 108
page 108
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DN [m³/h] [bar]

15

0,10 ** 25 70 ALA15 APA15
0,16 ** 25 70 ALB15 APB15
0,25 ** 25 70 ALC15 APC15
0,40 ** 25 70 ALD15 APD15

     0,63 ** 25 70 ALE15 APE15
1,00 ** 25 70 ALF15 APF15
1,60 25 70 ALG15 APG15
2,50 25 70 ALH15 APH15
4,00 25 70 ALI15 API15

20

1,60 20 70 ALA20 APA20
2,50 20 70 ALB20 APB20
4,00 20 70 ALC20 APC20
6,30 20 70 ALD20 APD20

25

2,50 10/25 70/125 ALA25 APA25
4,00 10/25 70/125 ALB25 APB25
6,30 10/25 70/125 ALC25 APC25

10,00 10/25 70/125 ALD25 APD25

32

4,00 25 125 ALA32 APA32
6,30 25 125 ALB32 APB32
10,00 25 125 ALC32 APC32
16,00 25 125 ALD32 APD32

40

6,30 20 125 ALA40 APA40
10,00 20 125 ALB40 APB40
16,00 20 125 ALC40 APC40
25,00 20 125 ALD40 APD40
30,00 20 125 ALE40 APE40

50

10,00 15 125 ALA50 APA50
16,00 15 125 ALB50 APB50
25,00 15 125 ALC50 APC50
40,00 15 125 ALD50 APD50

65
16,00 10 125 ALA65 APA65
25,00 10 125 ALB65 APB65
40,00 10 125 ALC65 APC65

Kv value Correlation, operating pressure, regulating match code 42, 742
Valve body material: 1.4404 (code 7A)

**Metal-seated

Nominal size Kv-value Operating pressure (NC) Actuator size Regulating article number

linear equal-percentage (mod.)

Regulating Cone
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DN [m³/h] [bar]

15

0,10 ** 25 70 BLA15 BPA15
0,16 ** 25 70 BLB15 BPB15
0,25 ** 25 70 BLC15 BPC15
0,40 ** 25 70 BLD15 BPD15

     0,63 ** 25 70 BLE15 BPE15
1,00 ** 25 70 BLF15 BPF15
1,60 25 70 BLG15 BPG15
2,50 25 70 BLH15 BPH15
4,00 25 70 BLI15 BPI15

20

1,60 20 70 BLA20 BPA20
2,50 20 70 BLB20 BPB20
4,00 20 70 BLC20 BPC20
6,30 20 70 BLD20 BPD20

25

2,50 10/25 70/125 BLA25 BPA25
4,00 10/25 70/125 BLB25 BPB25
6,30 10/25 70/125 BLC25 BPC25

10,00 10/25 70/125 BLD25 BPD25

32

4,00 25 125 BLA32 BPA32
6,30 25 125 BLB32 BPB32
10,00 25 125 BLC32 BPC32
16,00 25 125 BLD32 BPD32

40

6,30 20 125 BLA40 BPA40
10,00 20 125 BLB40 BPB40
16,00 20 125 BLC40 BPC40
25,00 20 125 BLD40 BPD40
30,00 20 125 BLE40 BPE40

50

10,00 15 125 BLA50 BPA50
16,00 15 125 BLB50 BPB50
25,00 15 125 BLC50 BPC50
40,00 15 125 BLD50 BPD50

65
16,00 10 125 BLA65 BPA65
25,00 10 125 BLB65 BPB65
40,00 10 125 BLC65 BPC65
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Kv value Correlation, operating pressure, regulating match code 40, 740
Valve body material: 1.4404 (code 7A)

**Metal-seated

Nominal size Kv-value Operating pressure (NC) Actuator size Regulating article number

linear equal-percentage (mod.)

Regulating Cone
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DN [m³/h] [bar]

20

1,60 20 70 CLA20 CPA20
2,50 20 70 CLB20 CPB20
4,00 20 70 CLC20 CPC20
6,30 20 70 CLD20 CPD20

25

2,50 10/25 70/125 CLA25 CPA25
4,00 10/25 70/125 CLB25 CPB25
6,30 10/25 70/125 CLC25 CPC25

10,00 10/25 70/125 CLD25 CPD25

40

6,30 20 125 CLA40 CPA40
10,00 20 125 CLB40 CPB40
16,00 20 125 CLC40 CPC40
25,00 20 125 CLD40 CPD40
30,00 20 125 CLE40 CPE40

50

10,00 15 125 CLA50 CPA50
16,00 15 125 CLB50 CPB50
25,00 15 125 CLC50 CPC50
40,00 15 125 CLD50 CPD50

65
16,00 10 125 CLA65 CPA65
25,00 10 125 CLB65 CPB65
40,00 10 125 CLC65 CPC65

Kv value Correlation, operating pressure, regulating match code 45
Valve body material: 1.4404 (code 7A)

**Metal-seated

Nominal size Kv-value Operating pressure (NC) Actuator size Regulating article number

linear equal-percentage (mod.)

Regulating Cone
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DN [m³/h] [bar]

15

0,10 ** 25 70 DLA15 DPA15
0,16 ** 25 70 DLB15 DPB15
0,25 ** 25 70 DLC15 DPC15
0,40 ** 25 70 DLD15 DPD15

     0,63 ** 25 70 DLE15 DPE15
1,00 ** 25 70 DLF15 DPF15
1,60 25 70 DLG15 DPG15
2,50 25 70 DLH15 DPH15
4,00 25 70 DLI15 DPI15

20
1,60 25 70 DLA20 DPA20
2,50 25 70 DLB20 DPB20
4,00 25 70 DLC20 DPC20

25

1,60 20 70 DLA25 DPA25
2,50 20 70 DLB25 DPB25
4,00 20 70 DLC25 DPC25
6,30 20 70 DLD25 DPD25

40

4,00 25 125 DLA40 DPA40
6,30 25 125 DLB40 DPB40
10,00 25 125 DLC40 DPC40
16,00 25 125 DLD40 DPD40

50

6,30 20 125 DLA50 DPA50
10,00 20 125 DLB50 DPB50
16,00 20 125 DLC50 DPC50
25,00 20 125 DLD50 DPD50
30,00 20 125 DLE50 DPE50

65

10,00 15 125 DLA65 DPA65
16,00 15 125 DLB65 DPB65
25,00 15 125 DLC65 DPC65
40,00 15 125 DLD650 DPD65
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Kv value Correlation, operating pressure, regulating match code 545
Valve body material: 1.4435 (code 7)

**Metal-seated

Nominal size Kv-value Operating pressure (NC) Actuator size Regulating article number

linear equal-percentage (mod.)

Regulating Cone
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Type 584, Actuator 43

All pressures are gauge pressures.

Weight ca. 0,7 kg
Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

 Working pressure (bar)  Working pressure (bar)

Ordering key and cut view see page 120 and 121.
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DN SW V1

15 36 130 0,8
20 41 136 1,1
25 46 140 1,2 An
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 Working pressure (bar)
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All pressures are gauge pressures.

Type 584, Actuator 45 and Actuator 46

Measurement and weight table Actuator type 45 and 46

Total weight ca. (kg)

Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

Ordering key and cut view see page 120 and 121.
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DN SW V1

15 36 162 1,2
20 41 173 1,3
25 46 173 1,6
32 55 179 2,1
40 60 185 2,2
50 75 192 3,2

Measurement and weight table Actuator type 70 and 71

Total weight ca. (kg)

Namur-Flange
The threaded
bushing 
024.583.001 for 
the valve mounting 
necessary is availa-
ble on request.

All pressures are gauge pressures.

 C
on

tro
l p

re
ss

ur
e 

(b
ar

)
 C

on
tro

l p
re

ss
ur

e 
(b

ar
)

 C
on

tro
l p

re
ss

ur
e 

(b
ar

)

 Working pressure (bar)

 Working pressure (bar)

 Working pressure (bar)

Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

Ordering key and cut view see page 120 and 121.
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DN SW V1

20 41 258 3,7
25 46 263 3,9
32 55 269 4,4
40 60 274 4,9
50 75 282 5,9
65 75 295 7,8
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Type 584, Actuator 125

Measurement and weight table Actuator type 125

Total weight ca. (kg)

 Working pressure (bar)  Working pressure (bar)

 C
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Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

All pressures are gauge pressures.

Ordering key and cut view see page 120 and 121.
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DN SW V1

15 36 209 1,8
20 41 209 2,2
25 46 209 2,8

Measurement and weight table Actuator type 125

Total weight ca. (kg)

Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

Ordering key and cut view see page 120 and 121.

Advantages:
• Hygienic design, easy cleaning

• High temperature resistance

• Stainless steel bottom

• Minimized dead leg design

• Easy maintenance

• Good regulation properties

• Clean and smooth exterior for sterile washdowns

• Regulating cone

• Pure or clean steam and gaseous media
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DN SW V1

32 55 310 5,9
40 60 309 7,0
50 75 309 9,0
65 75 311 13,6
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Type 582, Actuator 125

Measurement and weight table Actuator type 125

Total weight ca. (kg)

Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

Ordering key and cut view see page 120 and 121.

Advantages:
• Hygienic design, easy cleaning

• High temperature resistance

• Stainless steel bottom

• Minimized dead leg design

• Easy maintenance

• Good regulation properties

• Clean and smooth exterior for sterile washdowns

• Regulating cone

• Pure or clean steam and gaseous media
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DN SW V1

15 36 232 1,9
20 41 238 2,1
25 46 243 2,2
32 55 249 2,9
40 60 255 3
50 75 263 4

Measurement and weight table Actuator type 70

Total weight ca. (kg)

2/2-Way Angle Seat Valves with Two Stage Actuator
The pneumatically controlled two stage piston actuator is 
made of two plastic actuators. The two stages can be inde-
pendently actuated from each other.

-
rate is possible by actuating the upper piston.
An adjustable stroke limiter allows to adjust the linear move-
ment of the upper position. An optical indicator which is 
directly connected with the valve spindle shows the stroke.
The control function of the valve is normally closed (Cf.1).

Application

Cap
024.17.001
optional

Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

All pressures are gauge pressures.

Ordering key and cut view see page 120 and 121.
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DN V1

15 137 1,1
20 135 1,3
25 135 1,6
32 154 2,3
40 154 2,8
50 154 4,3
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Measurement and weight table

Total weight ca. (kg)

Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

Spindle sealing with 
self adjusting gland 
packing

Advantages:
• Hygienic design, easy cleaning

• High temperature resistance

• Minimized dead leg design

• Optical position indicator

• Easy maintenance

• Good regulation properties

• Clean and smooth exterior for sterile washdowns

Working pressure, see table page 101.
All pressures are gauge pressures.

Ordering key and cut view see page 120 and 121.
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DN SW V1

15 36 177 1,8
20 41 168 1,9
25 46 175 2,1
32 55 183 2,9
40 60 189 3,4
50 75 197 4,4

Type 581, Manually operated

Measurement and weight table

Total weight ca. (kg)

Valve body types see page 115 - 117
Control equipment and accessories see page 132 - 139

Spindle sealing
with stainless steel
below

Advantages:
• Hygienic design, easy cleaning

• High temperature resistance

• Stainless steel bottom

• Minimized dead leg design

• Optical position indicator

• Easy maintenance

• Good regulation properties

• Clean and smooth exterior for sterile washdowns

• Regulating cone

• Pure or clean steam and gaseous media

Working pressure, see table page 101.
All pressures are gauge pressures.

Ordering key and cut view see page 120 and 121.
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SMS ASTM 269 ISO 1127
ASME BPE

Code 41 42 49 45

DN LS BS ød s ød s ød s ød s ød s

8 77 26 43, 44 - - - - - - - - 13,5 1,6
10 77 26 43, 44 12 1 13 1,5 - - - - - -
15 77 26 43, 44 - - - - - - 12,7 1,65 - -
15 105 35,5 45, 46, 70, 71, S, T 18 1 19 1,5 - - - - 21,3 1,6
20 125 39 45, 46, 70, 71, 125, S, T 22 1 23 1,5 - - 1,65 26,9 1,6
25 135 38,5 45, 46, 70, 71, 125, S, T 28 1 29 1,5 25 1,2 25,4 1,65 33,7 2
32 155 48 70, 71, 125, S, T 34 1 35 1,5 - - - - 42,4 2
40 175 47 70, 71, 125, S, T 40 1 41 1,5 38 1,2 38,1 1,65 48,3 2
50 205 48 70, 71, 125, S, T 52 1 53 1,5 51 1,2 1,65 2
65 285 96 125 - - 2 63,5 1,6 63,5 1,65 76,1 2
80 285 96 125 - - - - 76,1 1,6 76,2 1,65 88,9 2,3 An

gl
e 
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Valve Body Threaded Socket and Butt Weld End

Measurements in mm, preferential standards in bold

Connection Code

Series 1             Series 2

Actuator Type
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DIN 32676 ASME BPE
ISO 1127 ASME BPE

741 / 742 745

DN NPS LC BC øb1 øb2 øb1 øb2 øb1 øb2

8 1/4 102 39 43, 44 25 10,3 - - - -
10 3/8 102 39 43, 44 - - 34 10 - -
15 1/2 102 39 43, 44 - - - - 25 9,4
15 1/2 130 48 45, 46, 70, 71, S, T 50,5 18,1 34 16 -  -
20 3/4 150 54 45, 46, 70, 71, 125, S, T 50,5 23,7 34 20 25 15,75
25 1 160 56 45, 46, 70, 71, 125, S, T 50,5 29,7 50,5 26 50,5 22,1
32 1 1/4 180 60,5 70, 71, 125, S, T 64 38,4 50,5 32 - -
40 1 1/2 200 67 70, 71, 125, S, T 64 44,3 50,5 38 50,5 34,8
50 2 230 73 70, 71, 125, S, T 77,5 56,3 64 50 64 47,5
65 2 1/2 290 - 125 91 72,1 91 66 77,5 60,2
80 3 310 - 125 130 109,7 - - 91 72,9

ASME BPE
ASME BPE

545

DN NPS LC BC øb1 øb2

15 1/2 88,9 28,5 45, 46, 70, 71, S, T 25 9,4
20 3/4 101,6 35 45, 46, 70, 71, 125, S, T 25 15,75
25 1 114,3 33 45, 46, 70, 71, 125, S, T 50,5 22,1
40 1 1/2 139,7 40 70, 71, 125, S, T 50,5 34,8
50 2 158,8 44 70, 71, 125, S, T 64 47,5

Valve Body Clamp Socket and Flange

Measurements in mm, NPS inch

Connection Code

Tube End ident.
Clamp End ident. Similar ISO 2852

Actuator Type

Measurements in mm, NPS inch

Connection Code

Tube End ident.
Clamp End ident.

Actuator Type
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DN LF BF øD ød øk

15 130 42 45, 46, 70, 71, S, T 95 14 65 4
20 150 54 45, 46, 70, 71, 125, S, T 105 14 75 4
25 160 56 45, 46, 70, 71, 125, S, T 115 18 85 4
32 180 59 70, 71, 125, S, T 140 18 100 4
40 200 71 70, 71, 125, S, T 150 18 110 4
50 230 83 70, 71, 125, S, T 165 18 125 4
65 290 - 125 185 18 145 4
80 310 - 125 200 18 160 8

DIN ISO 228, Code 1 NPT, Code 1N
DN LG BG G t1 NPT t1N SW

15 65 17 45, 46, 70, 71, S, T G 1/2 15,0 NPT 1/2 16 27 6-kt
20 75 18 45, 46, 70, 71, 125, S, T G 3/4 14,0 NPT 3/4 17 32 6-kt
25 90 24 45, 46, 70, 71, 125, S, T G 1 15,0 NPT 1 17 39 6-kt
32 110 33 70, 71, 125, S, T G 1 1/4 17,0 n.a. n.a. 50 8-kt
40 120 30 70, 71, 125, S, T G 1 1/2 17,0 NPT 1 1/2 21 55 8-kt
50 150 40 70, 71, 125, S, T G 2 18,5 NPT 2 22 70 8-kt
65 190 46 125 G 2 1/2 26,0 NPT 2 1/2 30 85 8-kt
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Measurements in mm

Actuator Type number of drilling

Valve Body Threaded Socket and Butt Weld End

Threaded Socket, Connection Code 1 (DIN ISO 228) & 1N (NPT), 

Measurements in mm, G-Thread

Actuator Type
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1 580
581
582

584
590

2 08-80
3 7

7A
7B

4 1
1N

41
42
45
49
51
740
742
745

5 3
6.1

1
2
3

6.2 S
T

43

44

45

46

70

71

125

7 02
03
07
08
09
10

8 AL
AP
BL
BP
CL
CP
DL
DP

Ordering Key and Ordering Example

Bold = preferential standards

Pos. Description Code
Type: Manual valve, plastic hand wheel

Manual valve, stainless steel hand wheel, metal bellow
Pneumatic valve, plastic actuator material PAMX D6, metal bellow

Pneumatic valve, plastic actuator material PAMX D6
Pneumatic valve, two stage plastic actuator (only Cf. 1)

Size: DN 8, 10, 15, 20, 25, 32, 40, 50, 65, 80
Valve body
material:

1.4435/F316L ASME BPE st. steel investment cast (S = 0,005 – 0,017)

Stainless steel, investment cast 1.4408
Valve body end
connection:

Threaded socket BSP
Threaded socket NPT

Butt weld end DIN 11850 Series 1

Butt weld end SMS 3008
Flange PN10/16 DIN 2564, face to face DIN EN 558-1, Series 1
Clamp ISO 1127, for tube EN ISO 1127 face to face DIN EN 558-1, Series 1
Clamp DIN 32676, for tube DIN 11850 face to face DIN EN 558-1, Series 1
Clamp ASME BPE, for tube ASME BPE face to face DIN EN 558-1, Series 1

Sealing: Encapsulated circumferential PTFE sealing
Actuator control
function:

Manually operated

Actuator type: Plastic hand wheel
Stainless steel hand wheel
Plastic actuator with Stainless steel adaption, piston Ø 45
Flow below the seat
Plastic actuator with Stainless steel adaption, piston Ø 45
Flow above the seat
Plastic actuator with Stainless steel adaption, piston Ø 45
Flow below the seat
Plastic actuator with Stainless steel adaption, piston Ø 45
Flow above the seat
Plastic actuator with Stainless steel adaption, piston Ø 70
Flow below the seat
Plastic actuator with Stainless steel adaption, piston Ø 70
Flow above the seat
Plastic actuator with Stainless steel adaption, piston Ø 125
Flow below the seat

Surface roughness of the 

Regulating Cone: Linear version for valve body end connection code 42, 742
Equal-percentage version for valve body end connection code 42, 742
Linear version for valve body end connection code 40, 740
Equal-percentage version for valve body end connection code 40, 740
Linear version for valve body end connection code 45, 745
Equal-percentage version for valve body end connection code 45, 745
Linear version for valve body end connection code 545
Equal-percentage version for valve body end connection code 545
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54321 6.1 6.2
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Actuator Type

Type

Valve Body Material

Sealing

Size

Type:
584
Pneumatic valve
Plastic actuator
Material PAMX D6

Actuator Type:
Plastic actuator with Stainless
steel adaption, piston Ø 70

Valve Body
End Connection Flow below the seat

(see adjoining, colored table)

Flow above the seat
(see adjoining, colored table)

Central thread for
mounting accessories and 
system components

With anti-twist and guided 
safeguard and controlled 
piston

Control connection for Cf. 
NO and DA and direct 
mounting Pilot Solenoid 
valve

Control connection for Cf. 
NC and DA and direct 
mounting Pilot Solenoid 
valve

Self adjusting sealing gland 
packing

Features

Size:
DN 25

Valve Body Material:
Stainless steel, investment cast 1.4408/316

Sealing:
Encapsulated circumferential
PTFE Sealing

Valve Body
End Connection:
Threaded socket

Actuator Control Function:
Normally closed (NC),
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DN PS (bar) *
8 63
10 63
15 63

20 63
25 40
32 31
40 25
50 20
65 15
80 12

100 10
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stainless steel handle with a plastic sleeve.

Features
• End connection extended butt weld ends 
   or clamp ends
• V-ring stem seals
• EN ISO 5211 mount plate ensures direct assembly
   of actuators
• Manual handle with locking device 
• Standard seat material FDA compliant 21CFR177.1550
• Butt weld ends with controlled delta ferrit content
• Suitable for CIP and SIP cleaning processes 
• Antistatic device 

Technical Data
Manually operated
See table
180°C (356°F) dependent on application
PTFE (FDA compliant) full cavity
PTFE (FDA compliant) half cavity
Body/Ball/Cap CF3M (316L)
Butt weld ends DIN 11850
(DIN 11866 Series A)
Butt weld ends ASME BPE
(DIN 11866 Series C)
Butt weld ends ISO 1127
(DIN 11866 Series B)
Clamp ends ASME BPE

Kv in m3/h see page 125

STERIFLU 942

* Fluid group 2 only

Working pressure
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DN PS (bar) *
8 63
10 63
15 63

20 63
25 40
32 31
40 25
50 20
65 15
80 12

100 10

actuator alternatively single or double acting. The pneumatic 
actuator has an extruded aluminium housing with internal 
and external Alodur special hard anodization for corrosion 
protection.

Features
• End connection extended butt weld ends
   or clamp ends
• V-ring stem seals
• EN ISO 5211 mount plate ensures direct assembly 
   of actuators
• Pneumatically operated actuator with optical indication 
   as standard
• Standard seat material FDA compliant 21CFR177.1550
• Butt weld ends with controlled delta ferrit content
• Suitable for CIP and SIP cleaning processes 
• Antistatic device 

Optional
• Stroke limiter

STERIFLU 342

Technical Data

Direction

Pneumatically operated

See table 
Higher working pressure may be achieved 
with different actuator.
Please consult a SED factory representative 
for working pressure
above the indicated maximum.
80°C (176°F) dependent on application
Version > 100°C (>212°F) on request
6 – 8 bar (87- 115 psi)
PTFE (FDA compliant) full cavity
PTFE (FDA compliant) half cavity
Body/Ball/Cap CF3M (316L)
Butt weld ends DIN 11850
(DIN 11866 Series A)
Butt weld ends ASME BPE
(DIN 11866 Series C)
Butt weld ends ISO 1127
(DIN 11866 Series B)
Clamp ends ASME BPE

Kv in m3/h see page 125

* Fluid group 2 only

Working pressure
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ASME BPE DIN 11850-2 EN ISO 1127

DN NPS EN ISO-5211 EN ISO-5211 EN ISO-5211
DIN INCH Kg F SW F SW F SW
8 1/4" 0,6 - - - - F03-F04 9

10 3/8" 0,6 - - F03-F04 9 F03-F04 9
15 1/2" 0,7 F03-F04 9 F03-F04 9 F04-F05 11
20 3/4" 0,9 F04-F05 9 F04-F05 11 F04-F05 11
25 1" 1,2 F05-F07 11 F04-F05 11 F05-F07 14
32 1 ¼" 1,8 - - F05-F07 14 F05-F07 14
40 1 ½" 2,9 F05-F07 14 F05-F07 14 F05-F07 14
50 2" 4,3 F07-F10 14 F05-F07 14 F07-F10 17
65 2 ½" 8,6 F07-F10 17 F07-F10 17 F07-F10 17
80 3" 12,4 F07-F10 17 F07-F10 17 F07-F10 17
100 4" 21,0 F10-F12 22 F10-F12 22 F10-F12 22

DN NPS                           (m3/h)

DIN INCH (Nm)

8 1/4" 9 - 7,0
10 3/8" 9 - 7,0
15 1/2" 10 9,0 13,0
20 3/4" 11 26,0 34,0
25 1" 16 55,0 60,0
32 1-1/4" 25 - 94,0
40 1-1/2" 27 170,0 213,0
50 2" 54 349,0 366,0
65 2-1/2" 73 510,0 595,0
80 3" 130 893,0 935,0

100 4" 158 1654,0 1700,0
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Weight

Technical Data

* incl. 30% safety margin

All versions

Torque* Kv-Value

Butt weld ends / 
Clamp ends
ASME BPE

Butt weld ends
DIN / ISO

(DIN 11866 series C) (DIN 11866 series A) (DIN 11866 series B)
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DN NPS
DIN INCH L1 Bs Ød S ØA W H1 H2

8 1/4" - - - - - - - -
10 3/8" 135 55,75 13 1,5 9,4 130,7 63 66,8
15 1/2" 135 53,50 19 1,5 14 130,7 75 75,6
20 3/4" 165 65,50 23 1,5 18,1 165,6 85 84,6
25 1" 165 65,50 29 1,5 22,1 165,6 85 84,6
32 1 ¼" 165 56,00 35 1,5 29,7 187 119 117
40 1 ½" 165 56,00 41 1,5 34,8 187 119 117
50 2" 190 62,75 53 1,5 47,5 187 133 124,5
65 2 ½" 205 60,00 70 2,0 60,2 265 170 162,2

80 3" 265 82,25 85 2,0 72,9 265 185 169,2
100 4" 306 92,25 104 2,0 97,4 393 233 189,5

DN NPS

DIN INCH L Bs Ød S ØA W H1 H2

8 1/4" 135 55,75 13,5 1,6 9,4 130,7 - 66,8
10 3/8" 135 53,50 17,2 1,6 14 130,7 63 75,6
15 1/2" 165 65,50 21,3 1,6 18,1 165,6 75 84,6
20 3/4" 165 65,50 26,9 1,6 22,1 165,6 85 84,6
25 1" 165 56,00 33,7 2,0 29,7 187 85 117
32 1 ¼" 165 56,00 42,4 2,0 34,8 187 119 117
40 1 ½" 190 62,75 48,3 2,0 44,3 187 119 124,5
50 2" 205 60,00 60,3 2,0 56,3 265 133 162,2
65 2 ½" 265 82,25 76,1 2,0 72,9 265 170 169,2
80 3" 265 82,25 88,9 2,3 72,9 393 185 189,5

100 4" 306 92,25 114,3 2,3 97,4 393 233 189,5

Technical Data

Butt weld ends ISO 1127 / DIN 11866 series B (Code 40)

Butt weld ends DIN 11850 series 2 / DIN 11866 series A (Code 42)
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DN NPS

DIN INCH L3 Bc b1 b2 ØA W H1 H2

15 1/2" 89,0 32,8 25 9,4 9,4 130,7 63 66,8

20 3/4" 101,0 36,5 25 15,75 15,75 130,7 75 75,6

25 1" 114,0 40,0 50,39 22,1 22,1 165,6 85 84,6

40 1 ½" 140,0 43,5 50,39 34,8 34,8 187 119 117

50 2" 153,3 46,4 63,91 47,5 47,5 187 133 124,5

65 2 ½" 197,0 56,0 77,39 60,2 60,2 265 170 162,2

80 3" 229,5 64,5 90,91 72,9 72,9 265 185 169,2

100 4" 243,5 61,0 118,92 97,4 97,4 393 233 189,5

DN NPS
DIN INCH L1 Bs Ød S ØA W H1 H2

15 1/2" 135 55,75 12,7 1,65 9,4 130,7 63 66,8
20 3/4" 135 53,5 19,05 1,65 15,75 130,7 75 75,6
25 1" 165 65,5 25,4 1,65 22,1 165,6 85 84,6
40 1 ½" 165 56 38,1 1,65 34,8 187 119 117
50 2" 190 62,75 50,8 1,65 47,5 187 133 124,5
65 2 ½" 205 60 63,5 1,65 60,2 265 170 162,2
80 3" 265 80,25 76,2 1,65 72,9 265 185 169,2

100 4" 306 92,25 101,6 2,10 97,4 393 233 189,5
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Technical Data

Butt weld ends ASME BPE / DIN 11866 series C (Code 45)

Clamp ends ASME BPE (Code 545 / 745)
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D0015
S0015

D0030
S0030

D0060
S0060

D0100 D0150
S0150

D0220
S0220

S0300 S0450

F04 F05/F07 F05/F07 F05/F07 F07/F10 F07/F10 F07/F10 F10/F12
G 1/8 G 1/8 G 1/8 G 1/8 G 1/4 G 1/4 G 1/4 G 1/4

A 136,0 153,5 203,5 241,0 259,0 304,0 333,0 394,5
B 69,0 85,0 102,0 115,0 127,0 145,0 157,0 177,0
H 20 20 20 20 20 30 30 30
M 29,0 36,0 42,5 49,5 55,5 64,0 69,5 80,0
N 43,0 48,5 50,5 56,5 63,0 72,0 77,0 86,0
O 11 14 14 17 17 22 22 27

DA 1,0 1,6 2,7 3,8 5,2 8,1 10,0 14,2
NC, NO 1,1 1,9 3,1 4,4 6,0 9,4 12,4 17,1

Technical Data

O

Actuator 
type

ISO Flange

Air 
connection

Weight (kg)
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Ordering Key

Type Size Ball valve
material

Ball valve
connection

Sealing
material

Actuator
control function

Actuator
type

Surface roughness
of the bodies in Ra

Pos. Description Code

Type: 342
942

Aluminium actuator, pneumatic
Stainless steel actuator, manual

Size: 15 - 100 DN 15, 20, 25, 32, 40, 50, 65, 80, 100

Ball valve material: 7A Body/Ball/Cap 1.4404/316L, CF3M Investment cast

Ball valve connection: 40
42
45
545
745

Butt weld end acc. EN ISO 1127 (DIN 11866 Series B)
Butt weld end acc. DIN 11850 Series 2 (DIN 11866 Series A)
Butt weld end acc. ASME BPE MFS length (DIN 11866 Series C)
Clamp ASME BPE, for tube ASME BPE, face to face ASME BPE Table DT-4.4.1-1
Clamp ASME BPE, for tube ASME BPE, face to face, MFS length

Sealing material: 3F
3H

PTFE (FDA compliant) full cavity
PTFE (FDA compliant) half cavity

Actuator control function: -
1
2
3

Manually operated
Normally closed (NC)
Normally open (NO)
Double-acting (DA)

Actuator type: T
D0015
D0030
D0060
D0100
D0150
D0220
S0015
S0030
S0060
S0150
S0220
S0300
S0450

Stainless steel, hand lever
Aluminum actuator, double acting, Actuator size 0015
Aluminum actuator, double acting, Actuator size 0030
Aluminum actuator, double acting, Actuator size 0060
Aluminum actuator, double acting, Actuator size 0100
Aluminum actuator, double acting, Actuator size 0150
Aluminum actuator, double acting, Actuator size 0220
Aluminum actuator, single acting, Actuator size 0015
Aluminum actuator, single acting, Actuator size 0030
Aluminum actuator, single acting, Actuator size 0060
Aluminum actuator, single acting, Actuator size 0150
Aluminum actuator, single acting, Actuator size 0220
Aluminum actuator, single acting, Actuator size 0300
Aluminum actuator, single acting, Actuator size 0450

Surface roughness of the bodies 07
SF1
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System Components and Process Automation

Suitable for valve

Description

Ty
pe

Di
ap

hr
ag

m

Ra
ng

e

Pn
eu

m
at

ica
lly

op
er

at
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Optical position indicator 024.10 DN 4 - 100 • • 133

Stroke limiter 024.11 DN 4 - 100 • • 133

Stroke Limiter with hand wheel 024.12.2 8 DN 8 - 15 • 133

Stroke limiter with optical position indicator 024.12 DN 4 - 100 • • 133

Manual override with optical position indicator 024.13 DN 4 - 50 • 133

Handwheel to open normally closed valves (NC) 
or close normally open valves (NO) 024.42 DN 15 - 100 • 133

Contact - Free Limit Switch 024.50 DN 4 - 100 • 134,
138, 139

Control head switch with optical indicator
 "catch the eye"

024.63 DN 4 - 100 • 134, 137

024.64

024.65

Control head switch with "catch the eye"
optical indicator AS - Interface

024.89 DN 4 - 100 • 134, 137

Limit switch with one mechanical switch and opti-
cal indicator

024.90 DN 4 - 100 • • 134

Pilot valve for direct mounting 600 200 NL • 135

Pilot valve for direct mounting 602 60 NL • 136

Pilot valve for manifold mounting 603 60 NL • 136

Pilot valve for manifold mounting 605 200 NL • 135

Manual valve prepared for mounting proximity 
switch 024.96 DN 15 - 100 •
Adapter for direct mounting one proximity direct 
on top in the valve actuator

SO795 DN 4 - 100 •

Travel stop 024.886 DN 4 - 100 • •

System Components and Accessories are shown on page 133 - 139.

Overview
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System Components and Process Automation

024.10
Optical Position Indicator

024.11
Stroke Limiter
optional with cap

024.12.2
Stroke Limiter
with hand wheel

024.42
Handwheel to open normally 
closed valves (NC) or close 
normally open valves (NO)

024.12
Stroke Limiter
with Optical Position 
Indicator
optional with cap

024.13
Manual Override
with Optical
Position Indicator

Upon request combinations of Manual Adjustments with Switch Boxes are available

Manual Adjustment - Optical Indication
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024.90
Limit Switch open position

024.50
Contact - Free Limit Switch
(See page 138 - 139)

024.63-024.65
Control Head Switch for
open and close with optical
indicator catches the eye
(See page 137)
024.89
AS-Interface Control Head
Switch for open and close
position with optical indicator
catches the eye
(See page 137)

602
Pilot Valve for
direct mounting

Upon request combinations of Manual Adjustments with Switch Boxes are available

Electrical Switch Boxes - Pilot Control
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litres per minute.

mark the point of intersection of the 6 bar curve and the 

Move vertically from this point tp the bottom scale and read 

System Components and Process Automation

Description
Direct solenoid actuated poppet valve, normally closed and 
normally open.

Features
• Compact design

• Interchangeable solenoid system

• Plastic overmolded solenoid

• suited for coarse vacuum

• Exhuast port provided with silencer

• Standard manual override

• Current draw 5 W

Inlet and Outlet arranged at an angle of 90°.
Suitable for direct mounting on process valve, by hollow 
screw with 1/4“ or 1/8“ BSP thread.

Inlet and outlet arranged at an angle of 90°.
Suitable for manifold mounting. May also be used as a single 
valve.

Technical Data
Nominal size 1,6 mm
Line connection G 1/8"
Operating pressure 0 - 10 bar
Flow rate Qn 200 l/min
Voltages
AC 24V40-60 Hz, 110V40-60 Hz, 220V40-60 

Hz
DC 12V, 24V, 48V, 100V, 110V, 200V

Switching time appr. On 14 ms
Out 9 ms

Current draw 5W (6VA)
Protection Class ICE/EN 60529 IP 65
Temperature range -10 to +60°C
AC 210 g
DC PBT
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Banjo with push-in connection
for tube Ø 6mm

Banjo with threaded socket G1/8’’

Description
The solenoid valves are electromagnetic, directly actuated
pilot valves to control pneumatically operated valve

Type 602 is equipped with a hollow screw and made for 
direct mounting on the user.

Features

• Compact design

• Identical position of all ports for version normally open
    and normally closed (except connection M5)

• Plastic wrapped electromagnet

• Interchangeable solenoid system

• 360° adjustable position of electromagnet

• Also suitable for coarse vacuum

• Silenced exhaust port

• Manual override (depending on version)

• Any installation position possible

• Cable plug can be mounted turned by 180°

• Combined exhaust optional

• Optional
  - ATEX-Version for explosion-risk areas
  - UL-approval

Standard versions
Type Cf. Version Connection Manual-

override
Fig.

P1 P2 P3
602.1,2.32.24.2.1.S5.1.xx* 1 Direct mounting, Banjo Push-in connection f. tube Ø 6mm G1/8” or 

G1/4”
Plunger Yes 1

602.1,2.32.24.2.1.35.1.xx* 1 Direct mounting, Banjo Threaded socket G1/8“ G1/8” or 
G1/4”

Plunger Yes 1

602.1,2.32.24.2.2.S5.1.xx* 2 Direct mounting, Banjo Push-in connection f. tube Ø 6mm G1/8” or 
G1/4”

Plunger No 1

602.1,2.32.24.2.2.35.1.xx* 2 Direct mounting, Banjo Threaded socket G1/8“ G1/8” or 
G1/4”

Plunger No 1

602.1,2.32.24.2.2.M5.1.xx* 2 Direct mounting, Banjo Thread M5 at plunger G1/8” or 
G1/4”

G1/8” Yes 2

For detailed information please see TD130020
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Position
valve open:

Position
valve closed:

Adjustment cam

Adjustment cam

The SED electrical control head is an innovative development 
based on years of experience in manufacturing electrical ac-
cessories for process valves.
Depending on the version, the electrical control head pro-
vides signals for both open and closed positions of the valve 
and includes an integral solenoid valve for a direct air line 
connection to the actuator.

Easy to assemble: 
Due to the design, the electrical control head is suitable for 
assembly with all linear valves. The threaded adapter of the 
electrical control head is designed to screw into the top of 
the valve actuator. A spring pushes the stem of the electrical 
control head onto the valve actuator stem. The spring allows 
for the electrical control head stem to follow freely the linear 
movement of the valve actuator stem. This electrical control 

-
out disassembly of any components.

Self Positioning:
After mounting the electrical control head, the two cams 
activating the switches in the electrical control head will be 
mechanically moved by overcoming their holding force on 
the spindle. To adjust the closed position, the electrical control 
head stem will be pushed down until contact is made with the 
valve actuator stem.

stroke of the valve. The circumferential optical indicator is 
suspended on the cam for the closed position and represents 
the entire stroke of the valve.
For the electrical connection a pre-wired pin or Bus-connec-
tion is available. The electrical control head has a reliable 
output and service life and contributes considerably to cost 
savings when considering assembly, application, and self 
adjustment as compared to other conventional control head 
options available.

Features:
• 
• Circumferential eye-catching optical indicator representing
    the full stroke
• Ease of assembly and may be assembled with the valve

• Time saving electrical interface via pre-wired pin or a
    Bus-connection
• Compact design

    - Electromechanical switch
    - Inductive initiators Namur or PNP
    - AS-Interface
• Suitable for mounting on linear valves

    LED indication is available

• Integral solenoid valve with direct air line
    connection to actuator
• Stroke limiter for the valve stroke
    adjustment
• ATEX version for 024.64.

For more details see TD15 0094

Code Electrical
Connection

Electro-
mechani-
cal limit 
switch
Open/Close

Proximity switch Sole-
noid 
Valves1

Namur PNP

024.63. Pre-wired 8 pins
M12 x 1 2

024.64. Pre-wired 8 pins
M12 x 1 2

024.65. Pre-wired 8 pins
M12 x 1 2

024.89.6
AS-Interface

Pre-wired 4 pins
M12 x 1 2 1

024.89.7
AS-Interface

Pre-wired 4 pins
M12 x 1 2 1

The ASI version offers the integral solenoid valve as standard.
1 On request, two 3/2 way solenoid valves can be integrated for
  all versions.

System Components and Process Automation



SED Flow Control GmbH

System Components and Process Automation

Limit switches are used to control, monitor and view the
position of the valve or to activate other system compo-
nents.

There are different versions of on/off limit switches in the market. 
The most common are based on the principle of
mechanical switches, proximity sensors or potentiometers.

We have designed and engineered a contact-free limit

lifetime and among other features the advanced
design allows also a more reliable sealing method.

Features
• For single and double acting valve control functions

• Suitable for linear and rotary actuators

• Power supply and programming 24V DC or 8V DC

• Linear stroke measurement of 3-45 mm

• Indicates two or three positions

• Backlash free stroke transmission

• Short circuit proof

• M12, 5 pin A-coded connection

• Atex II 3G

•

Advantages
• Contact-Free magnetic measuring design

• Colored LED light feedback of valve position visible for 360°

• Compact and robust design

• Hermetically sealed 

• Easy mounting without additional adapter kits

• Can be mounted on all standard valves up to DN100

• 360° adjustable mounting position

• Initial programming by light or 24V Signal (5th pin)

• Set point protection

• High switching current (not valid for IO-Link)

• High chemical resistance

Application example

Standard Version
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Accessories
• 2 m cable with 4 pin female plug for explosion-risk areas,
  Code 00311.2450.006.4 
• 5 m cable with 5 pin female plug,
  Code 00311.2450.006.1
• 10 m cable with 5 pin female plug,
  Code 00311.2450.006.2

Optional
Teach-In cable for the programming via the 5th pin,
Code 00311.2450.005

System Components and Process Automation

5 pin, M12, A-coded

Electrical Connection

Type 2450
U + 1 UV

0V

2
3
4
5

Signal ”OPEN”
GND
Signal ”CLOSE” / C/Q
Programming Input

Technical Data
Material Housing PPSU
Mechanical Adaption St. Steel M12x1, M16x1
Ambient Temperature -10°C to + 70°C
Maximum Pressure 8 bar
Power Supply Standard and II 3G = 24V 

optional 8V
Power Consumption 0,7 W
Maximum Power Input 30 mA 
Electrical Connection Multipol M12, 5 Pin, A-coded
Switching Current 1 ... 800 mA 
Stroke range 3 - 45 mm
Accuracy +/- 0,1 mm
Protection Class IP67 according EN 60529
Conformity according CE EMV 2014/30/EU
Mounting Position any
Initialization Light or 24V Trigger/IO-Link 

Ordering Key
Code

Assembly Thread for Linear
Actuator

for Rotary
Actuator

M12x1 024.50.120 n.a.
M16x1 024.50.160 024.50.260

Optical Position Feedback
Position LED Indication
open permanent green
interim, if any permanent yellow
closed permanent blue
moving open blinking green
moving closed blinking blue

Dimensional Drawing

Only for version M16x1
Code 024.50.160
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for central mounting on the top of the process control valves

Main Features:
• Compact stainless steel, high performance plastic design
• Contact- free continuous sensor measuring of the valve spindle position
• Easy start up
• Pneumatic positioning for single acting actuators
•
• Close tight function

Valve assembled with
Positioner 024.16.710

Type 024.16.720

System Components and Process Automation

Type 024.16.720 024.16.710
Recommended for valve size DN 50 - 100 DN 8 - 50

Body; Cocer; Sealing PPS/stainless steel; PC transparent; EPDM PPS/stainless steel; PC transparent; EPDM
Ambient temperature 0 - 55°C 0 - 55°C
Control medium Neutral gases, air according DIN ISO 8573-1 Neutral gases, air according DIN ISO 8573-1
Pilot air ports G 1/8 G 1/8
Supply pressure; 

3 - 7 bar 1; 130 Nl/min 1 - 7 bar 1; 7 Nl/min

Intrinsic air consumption 0 l/min 0 l/min
Power supply 24 V DC +/- 10% 24 V DC +/- 10%
Power consumption < 3,5 W < 3,5 W
Electrical connection Multipol M12 (8- pins), stainless steel Multipol M12 (8- pins), stainless steel
Setpoint setting; 
Input resistance

4 to 20 mA; 180 Ohm 4 to 20 mA; 180 Ohm

Analogue feedback  
4 - 20 mA

Standard Optional

Stroke range valve spindle 3 - 45 mm 3…28 mm
Binary input 0 - 5 V = log "0", 10 - 30 V = log "1" 0 - 5 V = log "0", 10 - 30 V = log "1"
AS-Interface optional NO
Operation 2 Key button 2 Key button
Visualisation 2 LEDs 2 LEDs

Protection class
IP65/67 according to EN 60529

(only if cables plugs and sockets have been connected properly and in compliance with the exhaust air concept 
in chapter "pneumatic connection of positioner")

Conformity subject to CE according EMV2004/108/EG subject to CE according EMV2004/108/EG
Approval CSA on request. CSA on request.
Process controller Optional NO

1

  pilot pressure for the valve actuator
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System Components and Process Automation

Main Features:
• Three touch-sensitive keys and display for convenient operation
• Intuitive operation with simple menu navigation
• Automatic initialization
• UV-resistant housing
• Various attachment options
• Protected non-contact sensor for precise control
• ATEX approval II 2 G Ex ia IIC T4 Gb

Type
Recommended for valve size MA 25 - MA 100 (other sizes on request)
Body; Sealing Housing Polyhtalamid (PPA); Top Polycarbonat (PC); PUR
Ambient temperature -20°C to 80°C
Control medium Neutral gas; air according to DIN ISO 8573-1
Pilot air ports G1/4 or 1/4 NPT
Supply pressure up to 7 bar

at dp 6 bar 140 Nl/min
Intrinsic air consumption <= 100 Nl/h.
Power supply 24 VDC +/- 10%
Power consumption approx. 0,5 W
Electrical connection Terminal connection block
Cable gland  M20x1,5
Setting point; input resistance 4-20 mA; 315 Ohm
Stroke range valve spindle 3,75-50 mm
Operation 3 capacitive buttons
Visualisation LCD-Display
Protection class IP66
Type of ignition protection II 2G Ex ia IIc T4
Conformity EMV/2004/108/EG
Approval EAC
Optional Pressure gauge
Assembly Assembly set required
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Main Features:
• High air capacity 
• High precision controlling due to non-contact position sensing
• Simple one-knob, menu-driven operation
• automatic start-up
• Integrated diagnostic functions
• ATEX version available

Type
Body Die-cast aluminum or stainless steel housing
Ambient temperature -20 ... +80 °C 1)

Control medium neutral gases, air according DIN ISO 8573-1

Pilot air ports

Supply pressure 1.4 - 7 bar
140 l/min at dp 6 bar

Intrinsic air consumption Independent of supply air approx. 65 Nl/h

Power supply 3.75 mA for display/operation
3.90 mA for pneumatic function

Load impedance

Electrical connection

Communication
Signal range 4 ... 20 mA
Stroke range valve spindle 3,6 - 50mm
Operation Simple one-knob
Visualisation LCD display
Protection class IP66

Type of ignition protection II 2D Ex tb IIIC T85 °C Db 
II 3G Ex nA IIC T6 Gc/II 3D Ex tb IIIC T85 °C Gb 

II 3G Ex nA IIC T6 Gc

Conformity Complying with EN 61000-6-2, EN 61000-6-3, EN 61326-1 and
NAMUR Recommendation NE 21

Approvals EAC

Optional Binary input 24V DC
Forced venting function

Assembly Mounting kit required
1)
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Angle Seat Valve

Aseptic Process Solution

Flow Measurement

Aseptic Diaphragm Valve

Industrial Metal Diaphragm Valve

Plastic Diaphragm Valve

Two-Way Metal Angle Seat Valve

Contact - Free Limit Switch

Control Head

Digital Electropneumatic Positioner

Variable Area Flowmeter

Sterile sampling unit

Overview Product Range

Diaphragm Valve

System Components
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Glossary

Determines criteria for the cleanability of dairy processing equipment. They have been 
adopted by many other liquid processing industries outside of dairy.

-
macological activity or to otherwise have direct effect in the diagnosis, cure, mitigation, 
treatment or prevention of disease, or to have direct effect in restoring, correcting or 
modifying physiological functions in human beings.

Creates consensus standards for Mechanical Engineering

Creates consensus standards for material quality and material quality testing methods.

An Approved for Construction (AFC) means that drawings and documents are reviewed 
and approved by authorities of internal and external organisations including the client 
team members for the construction. A Construction team must use only AFC marked or 
stamped drawings and documents for the construction works and activities.

-
tion, manufacture and documentation of equipment used for biopharm processes.

The technique of cleaning process line components without the need for relocation or 
disassembly.

Innovation by SED Flow Control 

Committee for European Standardization

DIN and ISO.

Current design and operating practices developed by the pharmaceutical industry to 

the least common denominator of practices in the industry at present.

Process of the extraction of deionized water through ion exchange resins.

German Institute for Standardization
Creates engineering standards for Germany and is contributing body to CEN and ISO.

the, VMP / URS /GAMP 5 / cGMP / and other Health and Safety Guidelines, is re-
viewed and documented by competent persons to ensure that the designed equipment, 

Electrochemical polishing process for metal components where metal ions are removed 
from the surface of the metal.

drugs, drug ingredients, medical devices and diagnostics.

Engineering, Procurement, and Construction" is a particular form of contracting ar-
rangement used in some industries where the EPC Contractor is made responsible for 
all the activities from design, procurement, construction, to commissioning and hando-
ver of the project to the End-User or Owner.

Is usually preformed at the vendor prior to shipping to a client. The vendor tests the 

that system is at a point to be installed and tested on site.

Term

3A Sanitary Standards and Accepted
Practices

Active Pharmaceutical Ingredients

American Society of Mechanical Engineers

American Society for the Testing of
Materials

Approved for Construction

BioProcessing Equipment Committee

Clean in Place

Comite Européen de Normalisation

Current Good Manufacturing Practices

Deionized Water

Deutsches Institut für Normung

Electro-Polish

European Pharmacopoeia

Engineering, Procurement, and
Construction

Factory Acceptance Test

Acronym

3A

API

ASME

ASTM

AFC

BPE

CIP

CDSA

CEN

cGMP

DIW

DIN

DQ

EP or E/P

EP

EPC

FAT
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Glossary

Enforcement agency of the U.S. Government for food, drug and cosmetics manufactur-
ing. Author of the U.S. cGMP’s. Responsible for new product approvals, plant inspec-
tions and product recalls.

Creates consensus standards for engineering and quality systems.

technical and regulatory advancement throughout the entire pharmaceutical lifecycle.

of a System.

A document certifying the composition of a metal from a particular heat batch.

proper functioning of a system.

performs as expected under simulated real-world conditions.

American standard for process diagrams

A valve outlet in a recirculation utility system (typically a water system).

Ingredient water (not for injection) or rinse water for pharmaceutical products conform-
ing to USP guidelines. Obtained by distillation, reverse osmosis, ion exchange or any 
other suitable process.

A SAT is a Site Acceptance Test the system is tested in accordance to client approved 

other systems and peripherals in its working environment.

Sanitization of process line components by the use of steam without the need for reloca-
tion or disassembly.

A measure of the amount of organic compounds in a water sample. Carbon is oxidized 
and the level of CO2 is measured. The proposed USP water standards are based on 
TOC analysis.

-
cal devices, and diagnostics. The FDA enforces the established standards.

process, typically before the system is created.

Water for use as a solvent for the preparation of parenteral products conforming to 
USP guidelines. Obtained most commonly by distillation.

Term

Food and Drug Administration (USA)

International Standards Organization

International Society for Pharmaceutical 
Engineering

Mill Test Report or Material Test Report

Piping and Instrumentation Diagram

Point of Use

Site Acceptance Test

Steam in Place

Total Oxidizable Carbon or Total
Organic Carbon

United States Pharmacopoeia

Water for Injection

Acronym

FDA

ISO

ISPE

IQ

MTR

OQ

PQ

P&ID

POU

PW

SAT

SIP

TOC

USP

URS

WFI
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  Website

     

  Product Configurator

     

     - Easy configuration of products live on the screen
     - Automatic creation of CAD- files in various file formats
     - Send request and download product descriptions

  Product videos
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SAMSON AT A GLANCE

PRODUCTION SITES
– SAMSON Germany, Frankfurt, established 1916

– SAMSON France, Lyon, established 1962

– SAMSON Turkey, Istanbul established 1984

– SAMSON USA, Baytown, TX, established 1992

– SAMSON China, Beijing, established 1998

– SAMSON India, Pune district, established 1999

– SAMSON Russia, Rostov-on-Don, established 2015

– SAMSON AIR TORQUE, Bergamo, Italy

– SAMSON CERA SYSTEM, Hermsdorf, Germany

– SAMSON KT-ELEKTRONIK, Berlin, Germany

– SAMSON LEUSCH, Neuss, Germany

– SAMSON PFEIFFER, Kempen, Germany

– SAMSON RINGO, Zaragoza, Spain

– SAMSON SED, Bad Rappenau, Germany

– SAMSON STARLINE, Bergamo, Italy

– SAMSON VDH PRODUCTS, Netherlands
– SAMSON VETEC, Speyer, Germany

STAFF
– Worldwide 4,500
– Europe 3,700
– Asia 600
– Americas 200
– Frankfurt am Main, Germany 2,000

MARKETS
– Chemicals and petrochemicals
– Power and energy
– District heating and cooling,

building automation
– General industry
– Industrial gases
– Food and beverages
– Metallurgy and mining
– Oil and gas
– Pharmaceuticals and biotechnology
– Marine equipment
– Water and wastewater
– Pulp and paper

PRODUCTS
– Valves
– Self-operated regulators
– Actuators
– Valve accessories
– Signal converters
– Controllers and automation systems
– Sensors and thermostats
– Digital solutions

SALES SITES
– More than 50 subsidiaries

in over 40 countries
– More than 200 representatives

SED Flow Control GmbH

Am Schafbaum 2 · 74906 Bad Rappenau, Germany


