






Connection 
Liquid/Air

DP-10  Series 20L/min Maximum Flow Rate 
3/8 inch Port Size 

s
3/8" (10A) Discharge Volume Per Cycle 50mL

Intake
Rc3/8" or NPT3/8"

Maximum Size Solid 1mm

DP-10BA : 3.5kg
DP-10BS : 5.2kg
DP-10BP : 3.0kg

Discharge
Supply Rc1/4" or NPT1/4" includes ball valve

Exhaust Rc3/8" or NPT3/8" w/ silencer
aPM7.0-2.0

aPM7.0

Net Weight

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

Body Materials

PA (nylon) is used for the Valve Guide of DP-10BA . Please be aware of corrosion resistant.

Maximum Dry Suction Lift is 1M 

Models DP-10BA

SUS316
SUS316
SUS316

PA
PPG

PPG
CRNBR

A5056

A5056

DP-10BS DP-10BPN DP-10BPC DP-10BP
Check Valve
Valve Seat

Valve Guide
Center Disk

* Insert material  

Same material as the diaphragm (PTFE for B□H/T models)

PPG (SUS304*)

Dimensions Performance Curve

Plastic Body Pumps
Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure
Correlation Chart.

DP-10BP □

Diaphragm Material
Body Material

Polypropylene
（ＰＰＧ）

DP-10BPC
（851745）
（851844）

DP-10BPN
（852280）
（852388）

DP-10BPT
（851744）
（851843）

DP-10BPH
（851752）
（851849）

DP-10BPH/T
（851874）
（------------）

DP-10BPS
（852676）
（852679）

Neoprene (CR) Buna N (NBR) PTFE Hytrel® (TPEE) Hytrel® (TPEE) Santoprene® (TPO)

DP-10BP □DP-10BP □

Model Chart
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Liquid temperature-pressure correlation chart

Liquid temperature（℃）
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NDP-15  Series 50L/min Maximum Flow Rate 
1/2 inch Port Size 

Speci�cations
1/2" (15A) Discharge Volume Per Cycle 70mL

Intake
Rc1/2" or NPT1/2"

Maximum Size Solid 1mm
NDP-15BA : 4.1kg
NDP-15BS : 6.3kg
NDP-15FP : 3.5kg
NDP-15FVT : 4.3kg
   DP-15BA : 5.4kg

Discharge
Supply Rc1/4" or NPT1/4" includes ball valve

Exhaust Rc3/8" or NPT3/8" w/ internal silencer*
aPM7.0-2.0

aPM7.0

Net Weight

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

*Silencer is internal type. Exhaust port has Rc3/8" or NPT3/8" thread.

Body Materials

Flat type check valve is not suitable for slurry handling 

PA (nylon) is used for the Valve Guide of NDP-15BA . Please be aware of corrosion resistant.

Maximum Dry Suction Lift is 1M 

Models

SUS316
SUS316
SUS316

PA
PPG
PPG

PPG(SUS304*)
PPG

PPG(SUS304*)

PPG PVDF
PVDF

A5056

A5056

NDP-15BA NDP-15BS NDP-15FP NDP-15FV NDP-15BP

Check Valve

Valve Seat
Valve Guide
Center Disk

* Insert material  

Same material as the diaphragm 
         (PTFE for BAH/T model)

Same material as the diaphragm
     (PTFE for BPC and BPH)PTFE Flat type 

PVDF (SUS304*)

Metal Body Pumps

NDP-15 is fitted with the same sized diaphragm as DP-10 series. 
Please select NDP-20 series in case of the application exceeding20L/min of flow rate.

Diaphragm Material
Body Material

Aluminum
（ADC12）

NDP-15BAC
（851946）
（851950）

NDP-15BAN
（851947）
（851951）

NDP-15BAT
（851945）
（851949）

NDP-15BAH
（851948）
（851952）

NDP-15BAH/T
（853022）
（------------）

NDP-15BAS
（852680）
（852685）

Stainless Steel
(SCS14/SUS316)

NDP-15BSC
（851958）
（851962）

NDP-15BSN
（851959）
（851963）

NDP-15BST
（851957）
（851961）

NDP-15BSH
（851960）
（851964）

----------------
NDP-15BSS
（852681）
（852686）

Neoprene (CR) Buna N (NBR) PTFE Hytrel® (TPEE) Hytrel® (TPEE) Santoprene® (TPO)

Model Chart
NDP-15BA □ NDP-15BS □
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Connection 
Liquid/Air

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Performance Curve
NDP-15BA □・15BS□

Dimensions

NDP-15BS □

NDP-15BA □



NDP-15  Series 50L/min Maximum Flow Rate 
1/2 inch Port Size 

Speci�cations
1/2" (15A) Discharge Volume Per Cycle 70mL

Intake
Rc1/2" or NPT1/2"

Maximum Size Solid 1mm
NDP-15BA : 4.1kg
NDP-15BS : 6.3kg
NDP-15FP : 3.5kg
NDP-15FVT : 4.3kg
   DP-15BA : 5.4kg

Discharge
Supply Rc1/4" or NPT1/4" includes ball valve

Exhaust Rc3/8" or NPT3/8" w/ internal silencer*
aPM7.0-2.0

aPM7.0

Net Weight

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

*Silencer is internal type. Exhaust port has Rc3/8" or NPT3/8" thread.

Body Materials

Flat type check valve is not suitable for slurry handling 

PA (nylon) is used for the Valve Guide of NDP-15BA . Please be aware of corrosion resistant.

Maximum Dry Suction Lift is 1M 

Models

SUS316
SUS316
SUS316

PA
PPG
PPG

PPG(SUS304*)
PPG

PPG(SUS304*)

PPG PVDF
PVDF

A5056

A5056

NDP-15BA NDP-15BS NDP-15FP NDP-15FV NDP-15BP

Check Valve

Valve Seat
Valve Guide
Center Disk

* Insert material  

Same material as the diaphragm 
         (PTFE for BAH/T model)

Same material as the diaphragm
     (PTFE for BPC and BPH)PTFE Flat type 

PVDF (SUS304*)

Plastic Body Pumps
Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure
Correlation Chart.

NDP-15FP □ ,BP □ NDP-15FVT
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Rc/Rc
NPT/NPT

Model Chart
Diaphragm Material

Body Material

Polypropylene
（ＰＰＧ）

Polypropylene
（ＰＰＧ）

Flat Check

NDP-15FPC
（851903）
（851904）

NDP-15FPN
（851943）
（851944）

NDP-15FPT
（851698）
（851699）

NDP-15FPH
（851905）
（851906）

NDP-15FPS
（852683）
（852688）

Kynar®
（ＰＶＤＦ）

Ball Check

----------------

NDP-15BPC
（852351）
（852348）

----------------

NDP-15BPN
（------------）
（852814）

NDP-15FVT* 
（852141）
（852103）
NDP-15BPT
（852352）
（852349）

NDP-15FVH* 
（------------）
（852104）
NDP-15BPH
（852353）
（852350）

NDP-15FVS* 
（854680）
（852771）
NDP-15BPS
（854910）
（852687）

Neoprene (CR) Buna N (NBR) PTFE Hytrel® (TPEE) Santoprene® (TPO)

* Purchaser shall not directly or indirectly,export, re-export transship or otherwise transfer this product in violation of 
any applicable export control laws and regulations promulgated and administered by the governments of the 
countries asserting jurisdiction over the parties or transaction.

Connection 
Liquid/Air

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Dimensions

Liquid temperature-pressure correlation chart

Liquid temperature（℃）

M
ax
im
um
 ap
pl
ica
bl
e p
re
ss
ur
e（
M
Pa
）

Performance Curve
NDP-15FP □ , BP □ ,FV □ NDP-15FP □ , BP □ ,FV □



NDP-20  Series 110L/min Maximum Flow Rate 
3/4 inch Port Size 

Speci�cations
3/4" (20A) Discharge Volume Per Cycle

Rubber diaphragm: 350mL
PTFE diaphragm: 240mL

Intake
Metal Body: Rc3/4" or NPT3/4"
Plastic Body: JIS/DIN/ANSI Compatible Flange,
　　　　 Rc3/4" or NPT3/4" 
                            BTT: JIS Flange

Maximum Size Solid 2mm

NDP-20BA : 9.0kg
NDP-20BS : 14.0kg
NDP-20BP : 8.0kg

NDP-P20BTT: 20.0kg

NDP-P20BA : 7.5kg
NDP-P20BS : 12.5kg
NDP-P20BP : 7.0kg

Discharge
Supply Rc1/4" or NPT1/4" includes ball valve

Exhaust Rc3/4" or NPT3/4" w/ silencer
a(0.2-0.5MPa for P20BTT)

(0.5MPa for P20BTT)
PM7.0-2.0

aPM7.0

Net Weight

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

Body Materials

Maximum Dry Suction Lift is 3M for Rubber Diaphragm and 1.5M for PTFE Diaphragm.

Models NDP-20BA NDP-P20BA NDP-20BS NDP-P20BS NDP-20BP NDP-P20BP

SCS14
SUS316

SUS316
A5056 PPG

PPG PTFE
PTFE

BA SUS316 BAT A5056

SMS1025

NDP-P20BTT

Check Valve

Valve Seat
Valve Guide
Center Disk

* Insert material

Same material as the diaphragm (PTFE for B□H/T models)

PFA (SUS316*)PPG (SCS13*)

Metal Body Pumps

Dimensions Performance Curve
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NDP-20BA □ NDP-20BS □ NDP-P20BA□

Model Chart

NDP-20BAT, BST,BPT,P20BAT,BST,BPT

NDP-20BA□ , BS□ , BP□ , P20BA□ , BS□ , BP□NDP-20BS □NDP-20BA □

NDP-P20BA□ NDP-P20BS□

Connection 
Liquid/Air

Diaphragm Material

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Body Material

Aluminum
（ADC12）

Aluminum
（ADC12）

Aluminum
Center Body

NDP-20BAC
（851316）
（851514）

NDP-20BAN
（851317）
（851515）

NDP-20BAE
（851318）
（851516）

NDP-20BAV
（851319）
（851517）

NDP-20BAT
（851320）
（851518）

NDP-20BAH
（851729）
（852098）

NDP-20BAS
（852690）
（852693）

NDP-20BAH/T
（851875）
（------------）

NDP-20BSC
（851321）
（851519）

NDP-20BSN
（851322）
（851520）

NDP-20BSE
（851323）
（851521）

NDP-20BSV
（851324）
（851522）

NDP-20BST
（851325）
（851523）

NDP-20BSH
（851730）
（852099）

NDP-20BSS
（852691）
（852694）

NDP-20BSH/T
（851876）
（------------）

NDP-P20BAH/T
（854213）
（------------）

NDP-P20BSH/T
（854214）
（------------）

NDP-P20BAC
（854052）
（854059）

NDP-P20BAN
（854053）
（854060）

NDP-P20BAE
（854054）
（854061）

NDP-P20BAV
（854055）
（854062）

NDP-P20BAT
（854056）
（854063）

NDP-P20BAH
（854057）
（854064）

NDP-P20BAS
（854058）
（854065）

NDP-P20BSC
（854066）
（854073）

NDP-P20BSN
（854067）
（854074）

NDP-P20BSE
（854068）
（854075）

NDP-P20BSV
（854069）
（854076）

NDP-P20BST
（854070）
（854077）

NDP-P20BSH
（854071）
（854078）

NDP-P20BSS
（854072）
（854079）

Stainless Steel
(SCS14/SUS316)

Stainless Steel
(SCS14/SUS316)

Polypropylene
Center Body

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)

Model Chart



PTFE

Polypropylene
（ＰＰＧ）

Polypropylene
（ＰＰＧ）

Polypropylene
（ＰＰＧ）

Polypropylene
（ＰＰＧ）

NDP-20  Series 110L/min Maximum Flow Rate 
3/4 inch Port Size 

Speci�cations
3/4" (20A) Discharge Volume Per Cycle

Rubber diaphragm: 350mL
PTFE diaphragm: 240mL

Intake
Metal Body: Rc3/4" or NPT3/4"
Plastic Body: JIS/DIN/ANSI Compatible Flange,
　　　　 Rc3/4" or NPT3/4" 
                            BTT: JIS Flange

Maximum Size Solid 2mm

NDP-20BA : 9.0kg
NDP-20BS : 14.0kg
NDP-20BP : 8.0kg

NDP-P20BTT: 20.0kg

NDP-P20BA : 7.5kg
NDP-P20BS : 12.5kg
NDP-P20BP : 7.0kg

Discharge
Supply Rc1/4" or NPT1/4" includes ball valve

Exhaust Rc3/4" or NPT3/4" w/ silencer
a(0.2-0.5MPa for P20BTT)

(0.5MPa for P20BTT)
PM7.0-2.0

aPM7.0

Net Weight

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

Body Materials

Maximum Dry Suction Lift is 3M for Rubber Diaphragm and 1.5M for PTFE Diaphragm.

Models NDP-20BA NDP-P20BA NDP-20BS NDP-P20BS NDP-20BP NDP-P20BP

SCS14
SUS316

SUS316
A5056 PPG

PPG PTFE
PTFE

BA SUS316 BAT A5056

SMS1025

NDP-P20BTT

Check Valve

Valve Seat
Valve Guide
Center Disk

* Insert material

Same material as the diaphragm (PTFE for B□H/T models)

PFA (SUS316*)PPG (SCS13*)

Dimensions

Plastic Body Pumps
Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure
Correlation Chart.
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NDP-P20BP□ Flange NDP-P20BTT

NDP-P20BTT

NDP-P20BP□ -FL NDP-P20BP□

Liquid temperature-pressure correlation chart

Liquid temperature（℃）
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Performance Curve
NDP-P20BTT

Model Chart

* Purchaser shall not directly or indirectly,export, re-export transship or otherwise transfer this product in violation of 
any applicable export control laws and regulations promulgated and administered by the governments of the 
countries asserting jurisdiction over the parties or transaction.

Model Chart
Connection 
Liquid/Air

Diaphragm Material

Flange/Rc
Flange/NPT

Flange/Rc

Rc/Rc
NPT/NPT

Flange/Rc
Flange/NPT

Rc/Rc
NPT/NPT

Body Material

Polypropylene
Center Body

NDP-P20BPC
（854101）
（854108）

NDP-P20BPN
（854102）
（854109）

NDP-P20BPE
（854103）
（854110）

NDP-P20BPV
（854104）
（854111）

NDP-P20BPT
（854105）
（854112）

NDP-P20BPH
（854106）
（854113）

NDP-P20BPS
（854107）
（854114）

NDP-P20BPH/T
（854216）
（------------）

------------- ------------- ------------- ------------- NDP-P20BTT*
（854323） ------------- --------------------------

NDP-P20BPC
（854080）
（854094）

NDP-P20BPN
（854081）
（854095）

NDP-P20BPE
（854082）
（854096）

NDP-P20BPV
（854083）
（854097）

NDP-P20BPT
（854084）
（854098）

NDP-P20BPH
（854085）
（854099）

NDP-P20BPS
（854086）
（854100）

NDP-P20BPH/T
（854215）
（------------）
NDP-20BPH/T
（853826）
（------------）
NDP-20BPH/T
（851877）
（------------）

NDP-20BPC
（853819）
（853828）

NDP-20BPN
（853820）
（853829）

NDP-20BPE
（853821）
（853830）

NDP-20BPV
（853822）
（853831）

NDP-20BPT
（853823）
（853832）

NDP-20BPH
（853824）
（853833）

NDP-20BPS
（853825）
（853834）

NDP-20BPC
（851663）
（851665）

NDP-20BPN
（852596）
（852382）

NDP-20BPE
（852407）
（852383）

NDP-20BPV
（852597）
（852384）

NDP-20BPT
（851664）
（851666）

NDP-20BPH
（851734）
（852069）

NDP-20BPS
（852692）
（852695）

Aluminum
Center Body

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE) Hytrel®(TPEE) Santoprene®(TPO)

JIS/DIN/ANSI
Compatible Flange

Thread

JIS/DIN/ANSI
Compatible Flange

Thread

JIS Flange



NDP-25  Series 160L/min Maximum Flow Rate 
1 inch Port Size 

Discharge Volume Per Cycle Rubber diaphragm: 600mL
PTFE diaphragm: 500mL

Maximum Size Solid 3mm
NDP-25BA□: 13.0kg
NDP-25BS□: 20.0kg
NDP-25BF□: 20.0kg
NDP-25BP□: 11.0kg
NDP-25BV□: 13.5kg NDP-P25BTT: 33.0kg

NDP-P25BA□: 11.0kg
NDP-P25BS□: 18.0kg
NDP-P25BP□: 9.5kg
NDP-P25BV□: 12.0kg

Net Weight

Speci�cations
1" (25A)

Intake

Discharge

Supply Rc3/8" or NPT3/8" includes ball valve
Exhaust Rc3/4" or NPT3/4" w/ silencer

aPM7.0-2.0
aPM7.0

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

(0.2-0.5MPa for P25BTT)
(0.5MPa for P25BTT)

Metal Body: Rc1" or NPT1"
Plastic Body: JIS/DIN Compatible Flange,
                                 ANSI Flange 
　　　    Rc1" or NPT1" 
                          BTT: JIS Flange

Metal Body Pumps

Dimensions Performance Curve
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Connection 
Liquid/Air

Diaphragm Material

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Body Material

Aluminum
（ADC12）

Aluminum
（ADC12）

Aluminum
Center Body

NDP-25BAC
（851328）
（851527）

NDP-25BAN
（851329）
（851528）

NDP-25BAE
（851330）
（851529）

NDP-25BAV
（851331）
（851530）

NDP-25BAT
（851332）
（851531）

NDP-25BAH
（851731）
（852100）

NDP-25BAS
（852696）
（852701）

NDP-25BAH/T
（851878）
（------------）

NDP-25BSC
（851338）
（851537）

NDP-25BSN
（851339）
（851538）

NDP-25BSE
（851340）
（851539）

NDP-25BSV
（851341）
（851540）

NDP-25BST
（851342）
（851541）

NDP-25BSH
（851733）
（852102）

NDP-25BSS
（852698）
（852703）

NDP-25BSH/T
（851879）
（------------）

NDP-25BFC
（851333）
（851532）

NDP-25BFN
（851334）
（851533）

NDP-25BFE
（851335）
（851534）

NDP-25BFV
（851336）
（851535）

NDP-25BFT
（851337）
（851536）

NDP-25BFH
（851732）
（852101）

NDP-25BFS
（852697）
（852702）

NDP-25BFH/T
（851880）
（------------）

NDP-P25BAH/T
（854217）
（------------）

NDP-25BSH/T
（854218）
（------------）

NDP-P25BAC
（854115）
（854122）

NDP-P25BAN
（854116）
（854123）

NDP-P25BAE
（854117）
（854124）

NDP-P25BAV
（854118）
（854125）

NDP-P25BAT
（854119）
（854126）

NDP-P25BAH
（854120）
（854127）

NDP-P25BAS
（854121）
（854128）

NDP-P25BSC
（854129）
（854136）

NDP-P25BSN
（854130）
（854137）

NDP-P25BSE
（854131）
（854138）

NDP-P25BSV
（854132）
（854139）

NDP-P25BST
（854133）
（854140）

NDP-P25BSH
（854134）
（854141）

NDP-P25BSS
（854135）
（854142）

Stainless Steel
(SCS14/SUS316)

Cast Iron
(S45C)

Stainless Steel
(SCS14/SUS316)

Polypropylene
Center Body

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)

NDP-25BA □ NDP-25BS □ NDP-25BF □ NDP-P25BA□NDP-P25BS□

Model Chart

NDP-25BA □ , BF □ NDP-25BS □ NDP-25BA/S/F/P/V □, P25BA/S/F/P/V□

NDP-P25BS□NDP-P25BA□ NDP-25BA/S/F/P/VT, P25BA/S/F/P/VT



Body Materials

Maximum Dry Suction Lift is 5M for Rubber Diaphragm and 2M for PTFE Diaphragm

Models NDP-25BA NDP-P25BA NDP-25BS NDP-P25BS NDP-25BP NDP-P25BP NDP-25BV NDP-P25BV

SUS316
SCS14

SUS316

SUS316
SCS14

PVDF PTFE
PTFEPVDF

PPG
PPG

A5056
A5056

SMS1025 SMS1025

NDP-25BF NDP-P25BTT

Check Valve

Valve Seat
Valve Guide
Center Disk

* Insert material

Same material as the diaphragm (PTFE for B□H/T models)

PVDF (SCS13*) PFA (SUS316*)PPG (SCS13*)

Plastic Body Pumps (Polypropylene Center Body)
Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure
Correlation Chart.

Model Chart
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* Purchaser shall not directly or indirectly,export, re-export transship or otherwise transfer this product in violation of any applicable export control laws and regulations promulgated 
and administered by the governments of the countries asserting jurisdiction over the parties or transaction.

Dimensions

NDP-P25BP□ -FL

Performance Curve

NDP-P25BP□ Flange NDP-P25BV□ Flange NDP-P25BTT

NDP-P25BV□ -FLNDP-P25BP□ -FL NDP-P25BTT

Liquid temperature-pressure correlation chart

Liquid temperature（℃）
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NDP-P25BTT

Connection 
Liquid/Air

Diaphragm Material

JIS・DIN/Rc
ANSI/NPT

JIS・DIN/Rc
ANSI/NPT

JIS/Rc

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Body Material

Flange
Connection

NDP-P25BPC
（854178）
（854185）

NDP-P25BPN
（854179）
（854186）

NDP-P25BPE
（854180）
（854187）

NDP-P25BPV
（854181）
（854188）

NDP-P25BPT
（854182）
（854189）

NDP-P25BPH
（854183）
（854190）

NDP-P25BPS
（854184）
（854191）

NDP-P25BPH/T
（854221）
（------------）

------------- -------------
NDP-P25BVE*
（854961）
（854966）

NDP-P25BVV*
（854962）
（854967）

NDP-P25BVT*
（854963）
（854968）

NDP-P25BVH*
（854964）
（854969）

NDP-P25BVS*
（854965）
（854970）

-------------

------------- ------------- ------------- ------------- NDP-P25BTT*
（854618） ------------- --------------------------

NDP-P25BPH/T
（854220）
（------------）

-------------

NDP-P25BPC
（854157）
（854171）

NDP-P25BPN
（854158）
（854172）

NDP-P25BPE
（854159）
（854173）

NDP-P25BPV
（854160）
（854174）

NDP-P25BPT
（854161）
（854175）

NDP-P25BPH
（854162）
（854176）

NDP-P25BPS
（854163）
（854177）

------------- -------------
NDP-P25BVE*
（854950）
（854956）

NDP-P25BVV*
（854951）
（854957）

NDP-P25BVT*
（854952）
（854958）

NDP-P25BVH*
（854953）
（854959）

NDP-P25BVS*
（------------）
（854960）

Thread
Connection

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)

Polypropylene
（ＰＰＧ）

Polypropylene
（ＰＰＧ）

 Kynar®
（PVDF）

 Kynar®
（PVDF）

PTFE



Body Materials

Maximum Dry Suction Lift is 5M for Rubber Diaphragm and 2M for PTFE Diaphragm

Models

PVDF
PVDF

PPG
PPG

NDP-25BP NDP-25BV

Check Valve

Valve Seat
Valve Guide
Center Disk

* Insert material

Same material as the diaphragm (PTFE for B□H/T models)

PVDF (SCS13*)PPG (SCS13*)

13

Dimensions Performance Curve

Plastic Body Pumps (Aluminum Center Body)
Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure
Correlation Chart.

NDP-25BP □ Flange NDP-25BV □ Flange

NDP-25BV □NDP-25BP □

Model Chart

* Purchaser shall not directly or indirectly,export, re-export transship or otherwise transfer this product in violation of 
any applicable export control laws and regulations promulgated and administered by the governments of the 
countries asserting jurisdiction over the parties or transaction.

NDP-25BP □ -FL

NDP-25BV □ -FL

Liquid temperature-pressure correlation chart

Liquid temperature（℃）
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）

NDP-25BP □ , BV □

NDP-25BPT, BVT

Connection 
Liquid/Air

Diaphragm Material

JIS・DIN/Rc
ANSI/NPT

JIS・DIN/Rc
ANSI/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Body Material

Flange
Connection

NDP-25BPC
（853835）
（853844）

NDP-25BPN
（853836）
（853845）

NDP-25BPE
（853837）
（853846）

NDP-25BPV
（853838）
（853847）

NDP-25BPT
（853839）
（853848）

NDP-25BPH
（853840）
（853849）

NDP-25BPS
（853841）
（853850）

NDP-25BPH/T
（853842）
（------------）

------------- -------------
NDP-25BVE*
（854937）
（854942）

NDP-25BVV*
（854938）
（854943）

NDP-25BVT*
（854939）
（854944）

NDP-25BVH*
（854940）
（854945）

NDP-25BVS*
（854941）
（854946）

-------------

NDP-25BPH/T
（851881）
（------------）

-------------

NDP-25BPC
（851669）
（851671）

NDP-25BPN
（852598）
（852385）

NDP-25BPE
（852600）
（852386）

NDP-25BPV
（852599）
（852387）

NDP-25BPT
（851670）
（851672）

NDP-25BPH
（851735）
（852070）

NDP-25BPS
（852699）
（852704）

------------- -------------
NDP-25BVE*
（854926）
（854932）

NDP-25BVV*
（854927）
（854933）

NDP-25BVT*
（854928）
（854934）

NDP-25BVH*
（854929）
（854935）

NDP-25BVS*
（------------）
（854936）

Thread
Connection

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)

Polypropylene
（ＰＰＧ）

Polypropylene
（ＰＰＧ）

 Kynar®
（PVDF）

 Kynar®
（PVDF）



Connection 
Liquid/Air

Rc/Rc
NPT/NPT

Body Materials

Maximum Dry Suction Lift is 5M for Rubber Diaphragm and 2M for PTFE Diaphragm

Models

PVDF
PVDF

PPG
PPG

NDP-25BP NDP-25BV

Check Valve

Valve Seat
Valve Guide
Center Disk

* Insert material

Same material as the diaphragm (PTFE for B□H/T models)

PVDF (SCS13*)PPG (SCS13*)

Dimensions Performance Curve

NDP-32BA □

NDP-32BA □ NDP-32BAN

NDP-32BAT

Model Chart
Diaphragm Material

Body Material

Aluminum
（ADC12）

NDP-32BAT
（854613）
（854576）

NDP-32BAN
（854612）
（854575）

Buna N (NBR) PTFE

NDP-32  Series 190L/min Maximum Flow Rate 
1-1/2” Intake, 1-1/4” Discharge 

Speci�cations Body Materials
Models NDP-32BAN

SMS1025 SUS316

SUS316

SCS14A5056

A5056

Same material as the diaphragm

NDP-32BAT

Check Valve

Valve Seat
Valve Guide

Center Disk

Maximum Dry Suction Lift is 5M for Rubber
Diaphragm and 2M for PTFE Diaphragm

Port Size

Liquid Intake

Supply
Exhaust

Discharge

Air

Net Weight
Maximum Size Solid

Rubber diaphragm : 670mL
PTFE diaphragm : 560mL
3mm

0.7MPa
0.2-0.7MPa
Rc3/4" or NPT3/4" w/ silencer
Rc3/8" or NPT3/8" includes ball valve
Rc1-1/4" or NPT1-1/4"
Rc1-1/2" or NPT1-1/2"
IN 1-1/2”(40A), OUT 1-1/4”(32A) 

12.0kg

Maximum Discharge Pressure
Air Supply Pressure

Discharge Volume Per Cycle

14



Cast Iron
(S45C)

NDP-40  Series 400L/min Maximum Flow Rate 
1-1/2 inch Port Size 

Speci�cations
Discharge Volume Per Cycle

Rubber diaphragm: 2.8L
PTFE diaphragm: 1.4L

Maximum Size Solid 7mm
NDP-40BA : 29.0kg
NDP-40BS : 40.0kg
NDP-40BF : 47.0kg
NDP-40BP : 27.0kg
NDP-40BV : 27.0kg

Net Weight

Speci�cations
1-1/2" (40A)

Intake
BA□ : JIS/DIN Compatible Flange or ANSI Flange w/ NPTF
BS□ : JIS/DIN Compatible Flange or ANSI Flange
BF□ : Rc1-1/2" or NPTF1-1/2"
BP□ : JIS/DIN  Compatible Flange or ANSI Flange
BV□ : JIS/DIN  Compatible Flange or ANSI FlangeDischarge

Supply Rc1/2" or NPT1/2" includes ball valve

Rc1" or NPT1" w/ silencer

0.2-0.7MPa

0.7MPa

Exhaust

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

Metal Body Pumps

Performance Curve

Model Chart
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NDP-40BS □ NDP-40BF □NDP-40BA □

Dimensions
NDP-40BA □

NDP-40BS □

NDP-40BF □ NDP-40BA □ ,  BS □ ,  BF □

NDP-40BAT, BST, BFT

Connection 
Liquid/Air

Diaphragm Material

JIS・DIN/Rc
ANSI・NPT/NPT

JIS・DIN/Rc
ANSI/NPT

Rc/Rc
NPT/NPT

Body Material

Aluminum
（ADC12）

NDP-40BAC
（852655）
（852417）

NDP-40BAN
（852320）
（852220）

NDP-40BAE
（852656）
（852418）

NDP-40BAV
（852310）
（852300）

NDP-40BAT
（852322）
（852222）

NDP-40BAH
（852321）
（852221）

NDP-40BAS
（852706）
（852709）

NDP-40BAH/T
（853025）
（------------）

NDP-40BSC
（852657）
（852419）

NDP-40BSN
（852323）
（852223）

NDP-40BSE
（852658）
（852420）

NDP-40BSV
（852311）
（852301）

NDP-40BST
（852325）
（852225）

NDP-40BSH
（852324）
（852224）

NDP-40BSS
（852707）
（852710）

NDP-40BSH/T
（853026）
（------------）

NDP-40BFH/T
（853027）
（------------）

NDP-40BFC
（852866）
（852873）

NDP-40BFN
（852862）
（852869）

NDP-40BFE
（852867）
（852874）

NDP-40BFV
（852865）
（852872）

NDP-40BFT
（852864）
（852871）

NDP-40BFH
（852863）
（852870）

NDP-40BFS
（852868）
（852875）

Stainless Steel
(SCS14/SUS316)

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)



Body Materials

Maximum Dry Suction Lift is 5M for Rubber Diaphragm and 3M for PTFE Diaphragm

Models

SUS316 SS400A5056

NDP-40BA

BAT: A5056 BST: SUS316 BFT: SUS316

NDP-40BS NDP-40BF NDP-40BP NDP-40BV
Check Valve

Valve Seat

Valve Guide
Center Disk

* Insert material 

Same material as the diaphragm (PTFE for B□H/T models)
 Same material as the diaphragm

 Same material as the Pump Body (integral type)
PVDF (SCS13*)PPG (SCS13*)

PP PTFE

Plastic Body Pumps 
Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure
Correlation Chart.

Model Chart

16

Dimensions Performance Curve

* Purchaser shall not directly or indirectly,export, re-export transship or otherwise transfer this product in violation of 
any applicable export control laws and regulations promulgated and administered by the governments of the 
countries asserting jurisdiction over the parties or transaction.

NDP-40BP □ NDP-40BV □

NDP-40BP □

NDP-40BV □

NDP-40BP □ ,BV □

Liquid temperature-pressure correlation chart

Liquid temperature（℃）
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NDP-40BPT,BVT

Connection 
Liquid/Air

Diaphragm Material

JIS・DIN/Rc
ANSI/NPT

JIS・DIN/Rc
ANSI/NPT

Body Material

NDP-40BPC
（852659）
（852421）

NDP-40BPN
（852326）
（852226）

NDP-40BPE
（852660）
（852422）

NDP-40BPV
（852312）
（852302）

NDP-40BPT
（852328）
（852228）

NDP-40BPH
（852327）
（852227）

NDP-40BPS
（852708）
（852711）

NDP-40BPH/T
（853028）
（------------）

------------- -------------
NDP-40BVE*
（853863）
（------------）

-------------
NDP-40BVT*
（853864）
（853797）

-------------
NDP-40BVS*
（853865）
（853798）

-------------

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)

 Kynar®
（PVDF）

Polypropylene
（ＰＰＧ）



NDP-50  Series 600L/min Maximum Flow Rate 
2 inch Port Size 

Discharge Volume Per Cycle
Rubber diaphragm: 4.3L
PTFE diaphragm: 2.1L

Maximum Size Solid 8mm
NDP-50BA : 37.0kg
NDP-50BS : 60.0kg
NDP-50BF : 65.0kg
NDP-50BP : 35.0kg
NDP-50BV : 41.0kg

NDP-P50BP : 37.0kg
NDP-P50BV : 43.0kg

Net Weight

Speci�cations
2" (50A)

Intake
BA□ : JIS/DIN/ANSI Compatible Flange or ANSI Flange w/ NPTF
BS□ : JIS/DIN/ANSI Compatible Flange or ANSI Flange
BF□ : Rc2" or NPTF2"
BP□ : JIS/DIN/ANSI Compatible Flange or ANSI Flange
BV□ : JIS/DIN/ANSI Compatible Flange or ANSI FlangeDischarge

Supply Rc3/4" or NPT3/4" includes ball valve

Rc1" or NPT1" w/ silencer

0.2-0.7MPa

0.7MPa

Exhaust

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

Metal Body Pumps

Performance Curve

Model Chart
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Dimensions

NDP-50BS □ NDP-50BF □NDP-50BA □

NDP-50BA□ , BS□ , BF □NDP-50BA □

NDP-50BS □

NDP-50BF □

NDP-50BAT, BST, BFT

Liquid temperature-pressure correlation chart

Liquid temperature（℃）
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Cast Iron
(S45C)

Connection 
Liquid/Air

Diaphragm Material

JIS・DIN/Rc
ANSI・NPT/NPT

JIS・DIN/Rc
ANSI/NPT

Rc/Rc
NPT/NPT

Body Material

Aluminum
（ADC12）

NDP-50BAC
（852661）
（852423）

NDP-50BAN
（852329）
（852229）

NDP-50BAE
（852662）
（852424）

NDP-50BAV
（852313）
（852303）

NDP-50BAT
（852331）
（852231）

NDP-50BAH
（852330）
（852230）

NDP-50BAS
（852713）
（852717）

NDP-50BAH/T
（853029）
（------------）

NDP-50BSC
（852663）
（852425）

NDP-50BSN
（852332）
（852232）

NDP-50BSE
（852664）
（852426）

NDP-50BSV
（852314）
（852304）

NDP-50BST
（852334）
（852234）

NDP-50BSH
（852333）
（852233）

NDP-50BSS
（852714）
（852718）

NDP-50BSH/T
（853030）
（------------）
NDP-50BFH/T
（853031）
（------------）

NDP-50BFC
（852834）
（852841）

NDP-50BFN
（852830）
（852837）

NDP-50BFE
（852835）
（852842）

NDP-50BFV
（852833）
（852840）

NDP-50BFT
（852832）
（852839）

NDP-50BFH
（852831）
（852838）

NDP-50BFS
（852836）
（852843）

Stainless Steel
(SCS14/SUS316)

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)



Dimensions

Body Materials

Maximum Dry Suction Lift is 5M for Rubber Diaphragm and 3M for PTFE Diaphragm
* Insert material 

Models

SUS316 SS400A5056

NDP-50BA

BAT: A5056 BST: SUS316 BFT: SUS316

NDP-50BS NDP-50BF NDP-50BP NDP-P50BP NDP-50BV NDP-P50BV
Check Valve

Valve Seat

Valve Guide
Center Disk

Same material as the diaphragm (PTFE for B□H/T models)
 Same material as the diaphragm

 Same material as the Pump Body (integral type)
PVDF (SCS13*)PPG (SCS13*)

PP PTFE

Plastic Body Pumps 
Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure
Correlation Chart.

Model Chart
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* Purchaser shall not directly or indirectly,export, re-export transship or otherwise transfer this product in violation of 
any applicable export control laws and regulations promulgated and administered by the governments of the 
countries asserting jurisdiction over the parties or transaction.

Performance Curve

NDP-50BV □ NDP-P50BV□NDP-50BP □ NDP-P50BP□

Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure

NDP-P50BV□

NDP-50BP □ ,NDP-50BV □

NDP-P50BP□ ,NDP-P50BV□

※ (  )NDP-50BV □

※ (  )NDP-P50BV□ NDP-P50BPT,BVTNDP-50BPT,BVT

NDP-P50BP□ ,BV □NDP-50BP □ ,BV □
(115)

(
8
1
9
)

(471)(462)
(435)

(115)

(
1
1
9
)

(
6
2
3
)

(
6
2
5
)

JIS・DIN/Rc
ANSI/NPT

JIS・DIN/Rc
ANSI/NPT

NDP-50BPC
（852665）
（852427）

NDP50BPN
（852335）
（852235）

NDP-50BPE
（852666）
（852428）

NDP-50BPV
（852315）
（852305）

NDP-50BPT
（852337）
（852237）

NDP-50BPH
（852336）
（852236）

NDP-50BPS
（852715）
（852719）

NDP-50BPH/T
（853032）
（------------）

------------- -------------
NDP-50BVE*
（853272）
（852813）

NDP-50BVV*
（853273）
（852812）

NDP-50BVT*
（852484）
（852485）

NDP-50BVH*
（852488）
（852489）

NDP-50BVS*
（852776）
（852775）

------------- Kynar®
（PVDF）

Polypropylene
（ＰＰＧ）

Connection 
Liquid/Air

Polypropylene
Center Body

Aluminum
Center Body

Diaphragm Material

JIS・DIN/Rc
ANSI/NPT

JIS・DIN/Rc
ANSI/NPT

Body Material

NDP-P50BPC
（854827）
（854836）

NDP-P50BPN
（854828）
（854837）

NDP-P50BPE
（854829）
（854838）

NDP-P50BPV
（854830）
（854839）

NDP-P50BPT
（854831）
（854840）

NDP-P50BPH
（854832）
（854841）

NDP-P50BPS
（854833）
（854842）

NDP-P50BPH/T
（854834）
（----------------）

------------- -------------
NDP-P50BVE*
（854843）
（854848）

NDP-P50BVV*
（854844）
（854849）

NDP-P50BVT*
（854845）
（854850）

NDP-P50BVH*
（854846）
（854851）

NDP-P50BVS*
（854847）
（854852）

-------------

Neoprene (CR)Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE)Santoprene®(TPO)

Polypropylene
（ＰＰＧ）

 Kynar®
（PVDF）

NDP-P50BP□

10.3.3 NDP-P50 series
NDP-P50BP /BV

(462) (471)
(435)

(
1
1
9
)

(
4
4
2
)

(
6
2
3
)

(
8
1
9
)

(115)



NDP-80  Series 800L/min Maximum Flow Rate 
3 inch Port Size 

Discharge Volume Per Cycle
Rubber diaphragm: 8.5L
PTFE diaphragm: 3.8L

Maximum Size Solid 10mm

NDP-80BA : 65.0kg
NDP-80BS : 102.0kg
NDP-80BF : 112.0kg
NDP-80BP : 64.0kg

Net Weight

Speci�cations
3" (80A)

Intake
BA□ : JIS/DIN/ANSI Compatible Flange or ANSI Flange w/ NPTF
BS□ : JIS/DIN/ANSI Compatible Flange or ANSI Flange
BF□ : Rc3" or NPT3"
BP□ : JIS/DIN/ANSI Compatible Flange or ANSI FlangeDischarge

Supply Rc3/4" or NPT3/4" includes ball valve

Rc1" or NPT1" w/ silencerExhaust
aPM7.0-2.0

aPM7.0

Port Size

Liquid

Air

Air Supply Pressure
Maximum Discharge Pressure

Metal Body Pumps

Performance Curve

19

Dimensions

Model Chart
NDP-80BS □ NDP-80BF □NDP-80BA □

NDP-80BA □

NDP-80BS □

NDP-80BF □ NDP-80BA□ , BS□ , BF□

NDP-80BAT, BST, BFT

Cast Iron
(S45C)

Connection 
Liquid/Air

Diaphragm Material

JIS・DIN/Rc
ANSI・NPT/NPT

JIS・DIN/Rc
ANSI/NPT

Rc/Rc
NPT/NPT

Body Material

Aluminum
（ADC12）

NDP-80BAC
（852667）
（852429）

NDP-80BAN
（852338）
（852238）

NDP-80BAE
（852668）
（852430）

NDP-80BAV
（852316）
（852306）

NDP-80BAT
（852340）
（852240）

NDP-80BAH
（852339）
（852239）

NDP-80BAS
（852722）
（852725）

NDP-80BAH/T
（853033）
（------------）

NDP-80BSC
（852669）
（852431）

NDP-80BSN
（852341）
（852241）

NDP-80BSE
（852670）
（852432）

NDP-80BSV
（852317）
（852307）

NDP-80BST
（852343）
（852243）

NDP-80BSH
（852342）
（852242）

NDP-80BSS
（852723）
（852726）

NDP-80BSH/T
（853034）
（------------）
NDP-80BFH/T
（853035）
（------------）

NDP-80BFC
（852852）
（852859）

NDP-80BFN
（852848）
（852855）

NDP-80BFE
（852853）
（852860）

NDP-80BFV
（852851）
（852858）

NDP-80BFT
（852850）
（852857）

NDP-80BFH
（852849）
（852856）

NDP-80BFS
（852854）
（852861）

Stainless Steel
(SCS14/SUS316)

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)



Body Materials

Maximum Dry Suction Lift is 5M for Rubber Diaphragm and 3M for PTFE Diaphragm

Models

SUS316 SS400A5056

NDP-80BA

BAT: A5056 BST: SUS316 BFT: SUS316

NDP-80BS NDP-80BF NDP-80BP
Check Valve

Valve Seat

Valve Guide
Center Disk

* Insert material

Same material as the diaphragm (PTFE for B□H/T models)
 Same material as the diaphragm

 Same material as the Pump Body (integral type)
PPG (SCS13*)

PP

Plastic Body Pumps 
Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. Be sure to check the Liquid temperature – Pressure
Correlation Chart.

Model Chart
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Dimensions Performance Curve

NDP-80BP □

NDP-80BPT

NDP-80BP □NDP-80BP □

Liquid temperature-pressure correlation chart

Liquid temperature（℃）

M
ax
im
um
 ap
pl
ica
bl
e p
re
ss
ur
e（
M
Pa
）

Connection 
Liquid/Air

Diaphragm Material

JIS・DIN/Rc
ANSI/NPT

Body Material

NDP-80BPC
（852671）
（852433）

NDP-80BPN
（852344）
（852244）

NDP-80BPE
（852672）
（852434）

NDP-80BPV
（852318）
（852308）

NDP-80BPT
（852346）
（852246）

NDP-80BPH
（852345）
（852245）

NDP-80BPS
（852724）
（852727）

NDP-80BPH/T
（853036）
（------------）

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel®(TPEE)Hytrel®(TPEE) Santoprene®(TPO)

Polypropylene
（ＰＰＧ）
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Flap Valve Series 30mm of Maximum Size of Solid
2 inch Port Size

For additional information, please request the Flap Valve Series catalog or visit www.yamadacorp.co.jp/global

       The Yamada Flap Valve Pump is designed to pump
fluids containing solids up to 30mm in diameter. Built
on the foundation of the NDP Series line of pumps, the
Flap Valve Pump incorporates the Yamada patented
stall-free/lube-free air valve and rugged, easy-to-
service bolted construction.
       Designed for durability in the field, the Flap Valve
Pump’s innovative flap-type check valve technology
provides streaming passage of solids while minimizing
clogging and downtime. Four external bolts release
valve covers on either side permitting service and
maintenance without removing the pump from service.

Mechanical Switch Series 0.1 – 0.85MPa of Discharge Pressure
1-1/2 inch, 2 inch and 3 inch Port Size

For additional information, please request the Mechanical Switch Series catalog or visit www.yamadacorp.co.jp/global

      The Yamada Mechanical Switch Pump is designed
for use in process type applications including filter
press, high pressure, extended deadheading, long runs
of discharge pipe, and where air consumption is
critical.
      Available in 1-1/2”,  2”and 3”por t sizes,  these
pumps are built on the liquid platform of a standard
NDP Series pump, but with a mechanically-actuated air
motor.
      Air power is conserved by actuating the air valve
using a mechanical linkage instead of relying on air
pressure. Air power is reduced versus a standard air- 
actuated valve, providing higher pump efficiency.

F-Series High Purity Pumps Clean Room Manufactured
1/4 inch to 1 inch Port Size

For additional information, please request the High Purity Pumps catalog or visit www.yamadacorp.co.jp/global

      Extensively field proven, Yamada F-Series clean
room manufactured pumps are specifically designed
for the safe and efficient transfer of ultra high-purity
process chemistries. They provide maximum corrosion
resistance, ultra high-purity levels and low particle
generation.
       Pumps includes 100% machined virgin PTFE
diaphragms, liquid chambers and manifolds.



Speci�cations 
3/8" (10A)

Ø17.3 O.D.
Rc3/8”

Rc1/4" incl. ball valve
Rc3/8" incl. silencer
0.2-0.7MPa
0.7MPa

50mL

1mm 2mm

10.7kg

BA :350mL

BA :4.5kg
BS :6.2kg

713237 Suction Pipe

803665 Bung Adapter
(SUS304) (SGP)

(ADC12)
803667 Bung Adapter
(SS400)

709406 Suction Pipe

BAT:240mL

0.7MPa
0.2-0.7MPa
Rc3/4" incl. silencer
Rc1/4" incl. ball valve

Rc3/4”
Ø34.0 O.D.
3/4" (20A)

Discharge Volume Per Cycle

Maximum Size Solid

Net Weight

Accessories

Port Size

Liquid
Intake

Discharge
Supply
Exhaust

Air

Air Supply Pressure
Maximum Discharge Pressure
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Drum Pumps

Powder Pumps

Fit to 200L Drum
3/8 inch and 3/4 inch Port Size

For dry powder transfer
1 inch to 3 inch Port Size

 Please refer to DP-10 and NDP-20 Series technical  information for additional performance data.

For additional information, please request the Powder Pumps catalog or visit www.yamadacorp.co.jp/global

 　Yamada Powder Pumps are designed to move bulk
powders more effectively throughout your process vs.
other unsafe and labor intensive means.These heavy
duty pumps will consistently transfer fine-grained, low- 
bulk density dry powders in a dust-free operation.

E-Series Solenoid Operated Pumps

For additional information, please visit www.yamadacorp.co.jp/global

    This range of pumps is designed to operate using an
external electronic pump driver coupled to a proximity
sensor built into the pump. They provide the operator
with unrivaled operational performance, reliability and
cost effectiveness. This system removes any change of
pump stoppages caused from blockages or failures of
a standard internal air switching system.

External Electric Solenoid Controlled
3/4 inch to 3 inch Port Size 

Model Chart
Diaphragm Material

Body Material

Aluminum
（ADC12）

DP-10

DP-10BAC-D
（852918）

DP-10BAN-D
（852919）

DP-10BAT-D
（852920）

DP-10BAH-D
（852934）

Stainless Steel
(SCS14/SUS316)

NDP-20

DP-10BSC-D
（852921）
NDP-20BAC-D
（851397）

DP-10BSN-D
（852922）
NDP-20BAN-D
（851396）

DP-10BST-D
（852923）
NDP-20BAT-D
（851398）

DP-10BSH-D
（852935）
NDP-20BAH-D
（852827）

Neoprene (CR) Buna N (NBR) PTFE Hytrel® (TPEE)

Aluminum
（ADC12）

DP-10-D NDP-20-D

A 186 349

B 18 34

C 917 917

D 1148 1218

Dimensions
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Accessories
Filter/Regulators

Diaphragm Monitoring Kit

Anti-Stall Device

Pneumatic Cycle Counter

Companion Flange

Raised Pump Bracket

*Please use with dedicated sleeve 

For NDP-40, 50 and 80 series, install the 
street elbow between muffler and exhaust 
port.
PT thread: 634050, NPT thread: 685716 
(Sold separately)

For the DP-F series, install the Sensor 
Mounting Kit between the sensor and the 
body.
the Sensor Mounting Kit: 804042 (Sold 
separately) 

Retrofit-able kit that pneumatically activates the 
air valve instantly starting pump operation

Model No.
1500DP
1500DP
1500DP
1500DP
1500DP

Model 
AC20B-02G-B
AC25B-02G-B
AC30B-03G-B
AC40B-04G-B
AC50B-06G-B

Fits Pump
NDP-5, DP-10, NDP-15 

NDP-20/P20
NDP-25/P25, 32
NDP-40/H40

NDP-50/H50/P50, 80/H80

JIS, DIN, ANSI and Ferrule
Flanges made of SUS304 or 
SUS316 or PP

Raised Pump Bracket
is available on request

Model No.
804066
804065

Model 
SVT-225
SVT-458

Fits Pump
NDP-20,25,32
NDP-40,50,80

Dry-Run Detector
The Yamada ESV-06/DRD-100 
detects increases in air volume 
due toloss of prime or dry-running, 
and automatically shuts down the 
pump to prevent excess cycling 
and increased diaphragm wear.
Model No.
854006
854008

Model Air Inlet Air Outlet
ESV-06
DRD-100

Rc3/4"
NPT3/4"

Rc3/4"
NPT3/4"

Air / Nitrogen

Supply Air Press Usable Gas

0.2-0.99MPa

Model No.

805139
Model 

DMS-24TN
Fits Pump Power Supply

Except NDP-5 to15 DC24V

Model No.

685968

685016
685969

771622

Model,Description

24V AC Adapter

Gasket
Extension sensor cord 5M

Union

Pneumatic             8-digit
mechanical type counter

Pump Mounting Bracket is available
    upon request

No count up in dry run
No reset function
Modification on the center body is

  
  required for installation

*Except NDP-P20,P25

Model No.
803413
804847

Model 
NMC-ANS
NMC-ANH

Fits Pump
DP-10, NDP-15～ 80
NDP-H Series

No.      Description               Qty
①  Counter (8-digit, No reset func.)    1
② Quick Exhaust Valve 1/8”                   1
③  Socket 1/8”                                              1
④  Elbow 1/8”                                              1
⑤  Elbow M5                                                1
⑥  6x4 Nylon Tube 1,000mm                1
⑦  6x4 Nylon Tube                                     1
⑧  Bracket                                                     1

Model No.
804739
804740

Model 
Sleeve for SVT225

Sleeve for SVT458

Dedicated Sleeve
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Accessories
High-Low Level Controller

Suction Tube Kit for Drum
This Suction Tube kit fits to the 200L drum.
Pump is recommended to be mounted at the
height of 1M from floor level.

     This unit is used to control the high and low levels of liquid 
being pumped into or out off a container.
This device in driven by compressed air and istherefore suitable for 
use in highly exploszive environments.
    The systems is alsodesigned to work in many 
harshenvironments, e.g. areas with high temperature, high 
humidity or even areas where there are high electromagnetic fields.  
It can handle any liquid with a viscosity of less than 
1000cps.

Model No.

480005

Model Supply Air Press. Output Air Flow Viscosity Limit Weight 

SA-4150 0.3-0.7MPa Max 300L/min 1Pa·s or less 6kg

Model No.Material

850126

803407 STU-20-20 Size 20

Not included Drum bung adapter
(SUS304)

Please prepare
suitable hose and
connector separately.

Rc3/4"

Rc1"

Rc1-1/2"

803405 STU-25-25 Size 25

803406 STU-40-40 Size 40

Carbon
steel

SUS 304

851004

Model Fits Pump Hose Accessories RemarkConnection

SCK-200D Size 20 Oil hose 3/4"x2M Drum bung adapter
(ADC12)

R3/4" with
Rc1-1/2" socket

SCK-200D-HV Size 25,40 Oil hose 1"x2M Drum bung adapter
(ADC12)

Please prepare
suitable connector
separately.R1" with

Rc1-1/2" socket
Hose

Bracket

1. Liguid is pumped to raise the
level in the tank.

3. The liquid level becomes lower.

2. When the liquid reaches the upper
   preset limit the controller stops the
    supply of air to the pump to shut off  
    the flow of liquid.

2. When the liquid level reaches the
    lower preset level the air supply will be

    
started to resume the flow of liquid

    
from the pump.
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Pulsation Dampeners 3/8",1",1-1/2" and 2" Port Size

Installation Diagram

AD-10 Series (fit to NDP-5, DP-10 and NDP-15)

AD-40 Series (fit to NDP-40/H40)

AD-50 Series (fit to NDP-50/H50)

AD-25 Series (fit to NDP-20/P20, NDP-25/P25 and NDP-32)

Air

Yamada AD Pulsation Dampeners incorporate a
f low-through design which keeps sol ids  in
suspension, maintaining dampener effectiveness.

1. Dampener should be installed within 1M of the pump
2. Adjustment of supply air pressure increases the effectiveness
3. Dampener will consume air depending on condition of the pulse
4. Pre-adjustments are required prior to operation
5. Dampener will work best with at least 0.1MPa of backpressure

Model Chart

Model Chart

Model Chart

Specifications
Port Size

Air Supply Pressure
Maximum Discharge Pressure

Net Weight

Liquid

Air

Intake

Supply
Discharge

Exhaust

 1" (25A)
 Rc1" or NPT1"
 Rc1" or NPT1"
 Rc1/4" or NPT1/4"
 Rc1/8" w/ silencer
 0.2 - 0.7MPa
 0.7MPa
 AD-25A □ : 5.8kg
 AD-25S □ : 8.2kg
 AD-25F □ : 8.2kg
 AD-25P □ : 5.5kg
 AD-25V □ : 6.3kg

Air supply pressure of Plastic Body Pumps is 
depending on the liquid temperature. Be sure to check
the Liquid temperature – Pressure Correlation Chart.

* Purchaser shall not directly or indirectly, export, re-export transship or otherwise transfer this product 
in violation of any applicable export control laws and regulations promulgated and administered by the 
governments of the countries asserting jurisdiction over the parties or transaction.

* Purchaser shall not directly or indirectly, export, re-export transship or otherwise transfer this product 
in violation of any applicable export control laws and regulations promulgated and administered by the 
governments of the countries asserting jurisdiction over the parties or transaction.

Specifications
Port Size

Air Supply Pressure
Maximum Discharge Pressure

Net Weight

Liquid

Air

Intake

Supply
Discharge

Exhaust

 3/8" (10A)
 Rc3/8" or NPT3/8"
 Rc3/8" or NPT3/8"
 Rc1/4" or NPT1/4"
 Rc1/8" w/ silencer
 0.2 - 0.7MPa
 0.7MPa
 AD-10A □ : 2.1kg
 AD-10S □ : 3.0kg
 AD-10P □ : 2.1kg

Air supply pressure of Plastic Body Pumps is depending on the liquid temperature. 
Be sure to check the Liquid temperature – Pressure Correlation Chart.

Specifications
Port Size

Air Supply Pressure
Maximum Discharge Pressure

Net Weight

Liquid

Air

Intake

Supply
Discharge

Exhaust

 1-1/2" (40A)
 Rc1-1/2" or NPT1-1/2"
 Rc1-1/2" or NPT1-1/2"
 Rc1/4" or NPT1/4"
 Rc1/8" w/ silencer
 0.2 - 0.7MPa
 0.7MPa
 AD-40A □ : 10.4kg
 AD-40S □ : 15.9kg
 AD-40F □ : 15.2kg
 AD-40P □ : 11.2kg

Air supply pressure of Plastic Body Pumps is depending
on the liquid temperature.Be sure to check the Liquid 
temperature – Pressure Correlation Chart.

Specifications
Port Size

Air Supply Pressure
Maximum Discharge Pressure

Net Weight

Liquid

Air

Intake

Supply
Discharge

Exhaust

 2" (50A)
 Rc2" or NPT2"
 Rc2" or NPT2"
 Rc1/4" or NPT1/4"
 Rc1/8" w/ silencer
 0.2 - 0.7MPa
 0.7MPa
 AD-50A □ : 16.6kg
 AD-50S □ : 25.0kg
 AD-50F □ : 24.0kg
 AD-50P □ : 16.2kg
 AD-50V □ : 19.4kg

Air supply pressure of Plastic Body Pumps is depending
on the liquid temperature.Be sure to check the Liquid 
temperature – Pressure Correlation Chart.

*Purchaser shall not directly or indirectly, export, re-export transship or otherwise transfer this product in 
violation of any applicable export control laws and regulations promulgated and administered by the 
governments of the countries asserting jurisdiction over the parties or transaction.

Model Chart

Diaphragm Material
Body Material

Aluminum
（ADC12）

AD-10AC
（851792）
（853313）

AD-10AN
（851791）
（853314）

AD-10AT
（851756）
（853315）

AD-10AH
（851762）
（853316）

AD-10AS
（------------）
（853317）

Stainless Steel
(SCS14/SUS316)

AD-10SC
（851795）
（853318）
AD-10PC
（854045）
（853323）

AD-10SN
（851794）
（853319）

AD-10ST
（851757）
（853320）
AD-10PT
（854046）
（853325）

AD-10PN
（------------）
（853324）

AD-10SH
（851763）
（853321）

AD-10SS
（------------）
（853322）
AD-10PS
（854047）
（853327）

AD-10PH
（------------）
（853326）

Neoprene (CR) Buna N (NBR) PTFE Hytrel® (TPEE) Santoprene® (TPO)

Polypropylene
（ＰＰＧ）

Connection 
Liquid/Air

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Diaphragm Material
Body Material

Aluminum
（ADC12）

AD-25AC
（851778）
（853328）

AD-25AN
（851797）
（853329）

AD-25AE
（851798）
（853330）

AD-25AV
（------------）
（853331）

AD-25AT
（851758）
（853332）

AD-25AH
（851760）
（853333）

AD-25AS
（------------）
（853334）

Stainless Steel
(SCS14/SUS316)

AD-25SC
（851786）
（853335）
AD-25FC
（851800）
（853349）
AD-25PC
（851971）
（853342）

---------

AD-25SN
（851802）
（853336）

AD-25SE
（851804）
（853337）

AD-25SV
（------------）
（853338）

AD-25ST
（851759）
（853339）
AD-25FT
（851765）
（853353）
AD-25PT
（851862）
（853346）
AD-25VT*
（854972）
（854975）

AD-25FN
（851799）
（853350）
AD-25PN
（------------）
（853343）

---------

AD-25FE
（851801）
（853351）
AD-25PE
（------------）
（853344）
AD-25VE*
（------------）
（854973）

AD-25FV
（------------）
（853352）
AD-25PV
（------------）
（853345）
AD-25VV*
（------------）
（854974）

AD-25SH
（851761）
（853340）

AD-25SS
（------------）
（853341）
AD-25FS
（------------）
（853355）
AD-25PS
（------------）
（853348）
AD-25VS*
（------------）
（854977）

AD-25FH
（851764）
（853354）
AD-25PH
（851970）
（853347）
AD-25VH*
（------------）
（854976）

Neoprene (CR) Buna N (NBR) EPDM Viton® (FKM) PTFE Hytrel® (TPEE) Santoprene® (TPO)

Polypropylene
（ＰＰＧ）

Connection 
Liquid/Air

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Cast Iron
(S45C)

Kynar® 
（PVDF）

Diaphragm Material

Diaphragm Material

Body Material

Body Material

Aluminum
（ADC12）

Aluminum
（ADC12）

AD-40AC
（852966）
（853361）

AD-50AC
（852994）
（853389）

AD-40AN
（852967）
（853362）

AD-50AN
（852995）
（853390）

AD-40AE
（852968）
（853363）

AD-50AE
（852996）
（853391）

AD-40AV
（852969）
（853364）

AD-50AV
（852997）
（853392）

AD-40AT
（852970）
（853365）

AD-50AT
（852998）
（853393）

AD-40AH
（852971）
（853366）

AD-50AH
（852999）
（853394）

AD-40AS
（852972）
（853367）

AD-50AS
（853000）
（853395）

Stainless Steel
(SCS14/SUS316)

Stainless Steel
(SCS14/SUS316)

AD-40SC
（852973）
（853368）

AD-50SC
（853001）
（853396）

AD-40FC
（852987）
（853382）

AD-50FC
（853014）
（853410）

AD-40PC
（852980）
（853375）

AD-50PC
（853008）
（853403）

---------

---------

AD-40SN
（852974）
（853369）

AD-50SN
（853002）
（853397）

AD-40SE
（852975）
（853370）

AD-50SE
（853003）
（853398）

AD-40SV
（852976）
（853371）

AD-50SV
（853004）
（853399）

AD-40ST
（852977）
（853372）

AD-50ST
（853005）
（853400）

AD-40FT
（852991）
（853386）

AD-50FT
（853018）
（853414）

AD-40PT
（852984）
（853379）

AD-50PT
（852933）
（853407）

AD-40VT*
（1500AD）
（------------）

AD-50VT*
（1500AD）
（853419）

AD-40FN
（852988）
（853383）

AD-50FN
（853015）
（853411）

AD-40PN
（852981）
（853376）

AD-50PN
（853009）
（853404）

---------

---------

AD-40FE
（852989）
（853384）

AD-50FE
（853016）
（853412）

AD-40PE
（852982）
（853377）

AD-50PE
（853010）
（853405）

---------

AD-50VE*
（------------）
（853417）

AD-40FV
（852990）
（853385）

AD-50FV
（853017）
（853413）

AD-40PV
（852983）
（853378）

AD-50PV
（853011）
（853406）

---------

AD-50VV*
（------------）
（853418）

AD-40SH
（852978）
（853373）

AD-50SH
（853006）
（853401）

AD-40SS
（852979）
（853374）

AD-50SS
（853007）
（853402）

AD-40FS
（852993）
（853388）

AD-50FS
（853020）
（853416）

AD-40PS
（852986）
（853381）

AD-50PS
（853013）
（853409）

---------

AD-50VS*
（------------）
（853421）

AD-40FH
（852992）
（853387）

AD-50FH
（853019）
（853415）

AD-40PH
（852985）
（853380）

AD-50PH
（853012）
（853408）

---------

AD-50VH*
（------------）
（853420）

Neoprene (CR)

Neoprene (CR)

Buna N (NBR)

Buna N (NBR)

EPDM

EPDM

Viton® (FKM)

Viton® (FKM)

PTFE

PTFE

Hytrel® (TPEE)

Hytrel® (TPEE)

Santoprene® (TPO)

Santoprene® (TPO)

Polypropylene
（ＰＰＧ）

Polypropylene
（ＰＰＧ）

Connection 
Liquid/Air

Connection 
Liquid/Air

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Rc/Rc
NPT/NPT

Cast Iron
(S45C)

Cast Iron
(S45C)

Kynar® 
（PVDF）

Kynar® 
（PVDF）
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Without Pulsation Dampeners With Pulsation Dampeners
Liquid temperature-pressure correlation chart

Liquid temperature（℃）
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Dimensions
AD-10A □ AD-10S □ AD-10P □

AD-25F □AD-25A □ AD-25S □

AD-25P □ AD-40A □ AD-40S □

AD-40F □ AD-40P □ AD-50A □

AD-50F □ AD-50P □AD-50S □
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Corrosion Resistant Chart

Installation Diagram

Diaphragm
 Material 

C: Neoprene
(CR)

N: Buna N
(NBR)

Glaze
Bilge waste water

Lubricant
Kerosene
Wax
Cutting oil

Kaolin liquid
Ferrite slurry
Active sludge
Sewage water

Ammonia water
Slack lime

L.P.G
Ethyl chloride
Sodium peroxide

Ferrous chloride
Glaze

Whiskey
Sodium silicate
Methyl alcohol

Methyl alcohol
Sodium sulfate
Ammonium sulfate

Ethyl alcohol
Methyl alcohol
Ammonium nitrate

E: NordelTM
(EPDM)

Acetone solution

Coal slurry
CMP

Acetaldehyde
Butylnitryl
Chromic acid

Sulfuric acid 
（less than 20%）

 H: Hytrel®
(TPEE)

S:Santoprene®
(TPO)

V: Viton®
(FKM)

T: Teflon®
(PTFE)

Lubricant,
heavy oil, brake oil,
naphtha, kerosene,
mold lubricant

Acetone
Bilge waste water

Ethylene alcohol
Xylene
Jet fuel

Latex
Paint
Ink

Methylene chloride
Lactic acid
Trichloroethylene

Sulfuric acid（98%）
Nitric acid（less than 25%）
MEK
Acetone

Ethyl alcohol
Ammonium chloride
Calcium chloride

Copper sulfate（II）
Sodium sulfate
Barium sulfate

Acetone
Ammonia water
Butyl acetate

Ammonium nitrate
Barium sulfate
Dimethyl ether

Ethyl alcohol
Perchloroethylene

Plating solution
Photograph developing liquid
Benzene
Hydrogen peroxide

Sodium
hypochlorite

D:Groundable
   Acetal
    （POM）

V:Kynar®
（PVDF）

P:Polypropylene
     （PPG）　

A:Aluminum

S:Stainless steel

F:Cast iron

 B
od
y 
M
at
er
ia
l

  ADC12
  AC4C-T6

  SCS14
  SUS316

  FC250
  S45C

AIR INLET

AIR LINE CONNECTION
WITH PULSATION DAMPENER

SHUT-OFF VALVE

GAUGE

SUCTION

DRAIN PORT

PIPE CONNECTION

PULSATION DAMPENER 
(OPTIONAL)

AIR INLET

AIR EXHAUST

FLEXIBLE CONNECTION

PIPE CONNECTION

GAUGE

SHUT-OFF VALVE

DISCHARGE

FLEXIBLE CONNECTION

3-WAY 
SOLENOID VALVE 
(OPTIONAL)

COMBINATION FILTER 
REGULATOR

AIR INLET

AIR SHUT-OFF VALVE

DRAIN PORT

 For further information, please consult Yamada or your nearest distributor.

Ideal Installation for Air-Operated Double Diaphragm Pump
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Your Local Distributor:

All product specifications and data are subject to change without notice.

International Sales Department
No.1-3, 1-Chome, Minami-Magome, 
Ohta-ku,Tokyo 143-8504, Japan

Phone +81-(0)3-3777-0241  
Fax     +81-(0)3-3777-0584  

E-mail: intl@yamadacorp.co.jp
Web: www.yamadacorp.co.jp/globalForm no.:910-084E-04  Revised: Jul. 2018

Yamada offers a large range of Air Operated  Pumps to cater for many different
kinds of materials and conditions. When selecting the most appropriatepump for a
particular selection and installation please consult your local Yamada Pump 
Distributor or Yamada Corporation.

CAUTION  WHEN 
SELECTING A PUMP


