The ULTIM ATE In Diaphragm Pumps

Yamada® offers a unique unified PTFE diaphragm with a bonded rubber
backer and an outer disk integrated into the diaphragm.
nique design is essential in challenging applications when no other
ill perform and the ultimate PTFE diaphragm is required.
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Specifications

Fluid Port Sizes 1-1/2”,2” & 3”

Construction Materials | Aluminum, Stainless Steel, Cast Iron, Polypropylene, & PVDF (only for 1-1/2” & 2”)
Diaphragm Material Elastomer, Fabric, Metal, PTFE (Wetted-parts)

Air supply pressure 0.2-0.7 MPa

Air inlet Rc %5” —Rc %”, or NPT %5” — NPT %” including ball valves

Air Exhaust Rc or NPT 1” with silencer

Environment Temperature 0-70C |

Liquid Temperature 0-90°C

Performance Curve — 3” Metallic Pump
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Parts Kits Available!

You can convert your existing standard pumps to the Ultimate Diaphragm
models by changing only a few spare parts!!
Please contact us for more details!!

YAMADA CORPORATION Local Distributor

International Sales Dept.
1-1-3, Minami-Magome, Ota-ku,
Tokyo, 143-8504, Japan

Phone : +81-(0)3-3777-0241

(&) 02-319-0950
CMP GROUP www.cmpthai.com

SINCE 1975 (@) sales@cmpthai.com
“Your Industrial Applications Partner” @ cmpgroupth
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E-mail : intl@yamadacorp.co.jp




